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Make the 

Kitchen па : 
entilate it 

Joy Spo with an 

ee [LGAIR‏ راس ونو پل 


in the kitchen — install an ILGAIR 


Ventilator. It’s the one outstanding 


built-in feature of present day model - > 
homes — specified and recommended ес М П 1 
steam and fumes are ге by leading Architects and Contract- 


moved. ors everywhere. 


No other electrical convenience 
will add so much to the sales and 
rental values of a home as a built-in 
ILGAIR Ventilator — a quiet run- 
ning exhaust fan that removes ex- 
essive heat, objectionable cooking 
odors and greasy fumes. The change 
it makes in the atmosphere is delight- 
ful. It's a joy to work in the kitchen 
that's ventilated with an ILGAIR, 
and the cost of operation is only a 
few cents a day. 


Тһе new and improved built-in 
ILGAIR Ventilator can be installed 
at a surprisingly low cost. It comes 
SO OLCATR келіні complete with cabinet, ventila 
one of the 1 automatic shutter and all nec 
kitchen features. hardware. It's automatic in operation 
— simply open the glass paneled 
cabinet door and the ventilator starts; 
close it and it stops. "Тһе entire out- 
fit is made, tested, sold, and guaran- 
teed as a complete unit — it's the 
only ventilator manufactured with a 
fully enclosed self-cooled motor. 


4 
We urge every build- 
er of modern homes to 
send for the new ILGAIR 
bulletin. It pictures and des- 
cribes this equipment in detail 
including data, charts, photo- 
graphic illustrations and instal- 
lation suggestions and instruct- 
ions. Ask for this new bulletin 
and a copy of our 48 page con- 
densed catalog — clip, sign 

and mail the coupon— NOW. 
door open, When the door is opene. 


ILG Electric Ventilating Co. 
2860 М. Crawford Ave. .. Chicago, Ill. кезе айналаның 


architect where ап 
IR Ventilator makes 
the kitchen a joy spot. 


View of built-in ILGAIR showing 


the ventilator stops, 


A.B.— March 


COUPON 


Without obligation send me your new built-in Тірліг Bulletin 
and 48 page trated book. I am interested in correct ven- 
ilati ipplied to the subject checked. 


E U 
ان‎ 
Mor, on ED for Stores, Offices, Factories, 


Public Buildings, Restau- 
rants, Theatres, Homes, etc. 


0086۸ 151076 []Factory 
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Logical places 
for Murphy 


IN-A-DOR BEDS 


1 Living Room 


m-e‏ سا 
қ‏ ۴ 


AY room that otherwise would be used only Are efe 
through the day is a logical place for a Murphy 
In-a-Dor Bed. It will give that room a twenty-four 


hour usefulness. 


Met] ete] caes 


Bed Room 


ПАГ] 


Look at the two houses and plans on this page. 
The little one-story house with only four rooms can planning to make use of 
sleep six people with comfort because both living the money saving advan- "e 
and dining rooms have Murphy In-a-Dor Beds. tages of Murphy In-a-Dor مسب‎ 


in 


The large two-story house has its second floor Beds. There is по special construction necessary. 
sun-room fitted with a Murphy In-a-Dor Bed. The You can install a Murphy quickly, easily, cheaply 
smaller bed room might also have had a Murphy and be sure it will give lasting satisfaction. 
In-a-Dor Bed, making it 
a useful children's play 
room. And the maid's 
room, so equipped, 
would have been a 
pleasant sitting room as 
well as а comfortable 
place to sleep. 


Complete Book Free 
Write for “More Home in Less Space." 
Іс shows installations. It shows all styles 
and finishes in color. You can use it every 
time you talk with a prospective builder of 
house, apartment, club or hotel. Write for 
it, today. The addresses are listed below. 


It does not take clever MURPHY DOOR BED COMPANY 


IN-A-DOR BED THE MURPHY 


"MURPHY 


I N-A-DOR BED 


New York City . . 19 W. 44th St Miami, Fla 234 Columbia Bldg Kansas City, Mo., 1114 Grand Ave 
Chicago, Ill. . 173 W. Madison St. St. Lo Мо. . , . 315 N. 10th St Dallas, T 1919 Pacific Ave 
Айаша,Са...... 99 Luckie St Det Mich., 7th ЕІ., Kresge Bldg El Paso, Texas . . Neff-Stiles Bldg 
Se „Terminal Sales Bldg Birmingham, Ala 513 N. 21st St Houston, Texas. . . 2301 Main St 
San Francisco, Calif. . Crocker Bldg Cleveland, Ohio., 1140-42 Hanna Bldg New Orleans, La 319 Dryades St 
Los Angeles, Calif. 1807 S. Main St Montreal, 698 St. Catherine St., West 
Denver, Colo. . . . 1534 Blake St 


Toronto . . 21 King Street, East 
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It Goes Without Saying |) 
“There is Nothing too Good للا‎ 


berlin Tongue-in-wood-Groove Contact 
sound in principle and over 90% effi- 


وو 
for Your Home oa ЫШ‏ لس 
obtaineffective weatherstripinstallations.‏ 

Whea you build a home you try to put your ideas of comfort, 
beauty and convenience into it. Then do not neglect to provide 
against the cold, dirt-carrying draughts of air that creep in 
around doors and windows. Meet this problem when you 
build by installing Chamberlin Weather Strips—the best pro- 
tection you can buy against the manifold discomforts of 
chill and draught; against the costly depreciation of drapes 


Weather stripped windows should be 


and furniture from constant currents of dust-laden air. practically airtight yet easy to operate. 
% к 7 ся E . Chamberlin covers entirely the runways 
Chamberlin Weather Strips make up such a small fraction of sliding windows, but raised track-like 
E 9 وي‎ : Е corrugations reduce sliding friction to 
of your building cost—yet they are an investment that will 2 minimum. 


pay you year after year dividends in cleanliness, fuel saving 
and comfort. A Chamberlin estimate costs you nothing. 


Call our local Factory Branch, or write to— 


CHAMBERLIN METAL WEATHER STRIP COMPANY, INC. 
West Lafayette Boulevard, Detroit, Michigan 
Manufacturers and Installers also of 
Steel Casement Weather Strips — Roll Screens —Automatic Interior Door Bottoms 


Interlocking Brass Thresholds —W indow and Door Calking 
Window Vents and Brass Kick Plates patented metal-interlocking strip at meet- 
ing rails. Chamberlin installation prac- 


8 Over100 Sales-Service Branches throughout the United States tice requires that sash be properly dressed, 
trimmed and trued if necessary before 


CHAMBERLIN 
WEATHER STRIPS 


Chamberlin equipment includes a newly 


“SINCE 1893 -THE STANDARD 7 
Xo) 
0 MAIL THIS COUPON TODAY In boti юасы aote corners of 
Сакар ісі Werther kip Ga sliding windows, Chamberlin Weather 
nambDperiin Me ea! rip “о. Strips are perfectly joined or mitred. 
West Lafayette Blvd., Detroit, Mich. Chamberlin design requires this oper- 
Supply me with complete information and a free estimate for ap 


an installation of Chamberlin Weather Strips and In-Dor-Seals, 


for کی‎ Windows and for Doors 
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THE SMALL HOME 


ENDORSEMENTS 


سن تسب 


| The Architects Small House | 

| Service Bureau is the only organ 
ization of the kind in the United | 

| States controlled by the American | 

| Institute of Architects and en | 
dorsed by the Department of Com- 

| merce United States Government 


HE Architects’ Small House Service 

Bureau idea originated in and is ap 
proved by the American Institute of Archi- 
tects, and in order that the development 
of the idea may retain the character of a 
professional service and be prevented from 
assuming the character of a purely com- 
mercial undertaking, the organization of 
the Bureau involves a certain control of 
its policies by the Institute. 

“This control exists solely through the 
right of the institute to appoint a majority 
of the Directors of the Bureau, such 
appointees being able thereby to imposc 
policies consistent with the expressed 
wishes of the Institute. 

"The approval of such policies does not 
carry with it any interest in or approval 
of any specific acts of the Bureau in the 
development of its operation, nor апу 
financial interest or control whatever. 

“Тһе approval of the Bureau by the In 
stitute means: 

“(a) That it approves the idea onlv. 

"(b) That it assumes no responsibility 
for the designs, plans, specifications or 
other service of the Bureau any more 
than it assumes responsibility for the serv 
ice of indivdual members of the Institute. 

"(c) That it assumes no responsibility 
for nor does it in any way presume to en 
dorse any organization with which the 
Bureau may do business, nor any type or 
types of building construction or materials 
involved in houses designed by the Bureau. 

“Тһе Board looks upon an architect's 
work in a Bureau as primarily а contribu 
tion to the improvement of the small 
house architecture of this country, involv 
ing houses of not more than six primary 


rooms." 
BOARD OF DIRECTORS, 
The American Institute of Architects 


I have looked into the work of The 
Architects’ Small House Service Bureau of 
The United States with its divisions and 
branches and have examined its organiza- 
tion and incorporation papers. The com- 
plete plans, specifications, documents and 
bills of materials, with the designs worked 
out for local conditions and to use stock 
materials and eliminate waste, materially 
simplify home building problems. The 
form of control by The American Institute 
of Architects should guarantee a high 
standard of service. It gives me pleasure 
to endorse this work and to assure you 
that the Department of Commerce will do 
all it can to co-operate with the Institute 
and the Bureau. 

HERBER HOOVER, 
Secretary of Commerce, 
United States Government. 


FINANCING ۰ PLANNING - BUILDING 


ROBERT T. JONES, А. I. А., EDITOR 


NDER the name, The Home Moderniz- 

ing Bureau of the National Building In- 
dustries, a new organization has started work 
with headquarters in Chicago. Bringing thc 
more substantial homes among the 27 million 
existing in our country up to date in con- 
struction, equipment and appearance is the job 
it has cut out for itself. 

There are countless homes, it is argued, 
which are well situated, excellent in basic con- 
struction, but antiquated in plan, design and 
equipment. And many of them can be made 
desirable modern dwellings by ripping out use- 
less partitions, making two bathrooms purr 
where but one roared before, scrapping fussy 
decorations and perpetrating other improve- 
ments. 

What The Home Modernizing Bureau pro- 
poses to do is to point these things out to the 
public. It plans to organize local home mod- 
ernizing movements in as many communities 
as it can reach—to bring together the civic, 
social, financial and industrial groups that 
would benefit from home-rehabilitation, and 
give them a unified, workable, supervised plan 
for action. 

In such a program the services of the archi- 
tect are of immense value. He, better than 
anyone else, is able to make a truly technical 
survey of existing conditions; his is the most 
authoritative opinion as to the best methods to 
be employed where changes involving archi- 
tecture are proposed, where questions of design 
and construction are to be answered. 

Though we are directly concerned in the 
building of new homes, we greet the Home 
Modernizing Bureau with good will. Not be- 
cause we are habitual greeters, but for three 
distinct reasons : 

First.—We believe in a beautification of the 
American scene, and this movement can con- 
tribute to that. Some—not, by any means, all 
—of the houses built by our fathers and grand- 
fathers have elements of beauty in their bones, 
so to speak, while in their flesh they suffer 
from that blighting malady, hyper-decoration. 
These cases need surgical treatment—removal 
of the superfluous parts. 

Second.—We believe in the emancipation of 
the American woman—from a state of drudg- 
ery. And if electricians, carpenters, plumbers, 
plasterers, painters and other contractors with 
their attractive assortments of modern equip- 
ment and improved materials can help her to 
this release, we wish them well—all of them! 

Third.—We have more than a suspicion that 
rehabilitation of old homes will increase the 
construction of new ones; not only because 
any discussion of home-improvement tends to 
make us all more home-conscious and there- 
fore more home-desirous, but also for the 
less sentimental reason that if this movement 
succeeds it will increase the "trade-in" value 
of old homes so that their owner can afford 
new ones.—H, A, S. 
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The entrance may convey the friendly 
welcome of the little cottage, the digni- 


fied reserve of the stately dwelling, or 


even the forbidding coldness of prison 
walls. Invariably, a house is either 
“made” or marred by its entrance. In the 


words of Joseph Everett Chandler, the 
architect, “the doorway is a good index of 
the family behind it.” 

It is a great step from the stones and 
skins that formed the entrance of our 
ancestors’ caves and huts to the charming 
doorways of our modern American homes. 


We have been quick to adapt to our pres- 


Dwight James Baun 


By E. J. WErsH 


tions still center about the entranc? of 


the home. Even yet we express the idea 
that "the latch 


string is always out," although to most 


of hospitality by stating 


of us the latch string is merely a vague 


symbol. 11 is a far cry from the rude 
plank doors of pioneer days with their 
simple latch and 


string 


arrangement to 


our own carefully designed doors with 
their elaborate lock and key equipment. 
Again there is the old time custom, still 
in vogue in certain old world countries, 
of carrying the bride across the threshold 


of her new home. 


THE SMALL HOME 
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Photograph by Drix Duryea 


THE ENTRANCE BIDS YOU WELCOME 
Close To The Ground, Well Proportioned, And Modest 


~ has aptly called the en- 
trance, “the smile on the face of the 


house.” It is that which greets you first. 


In approaching a house, one of the first 


clear details that emerges from the gen- 


eral impression created by the structure, 


is its entrance. It either harmonizes with 


the house as a whole, suggests general 


warmth and hospitality within, and in- 


observer with its architectural 
beauty—is an inviting entrance—or, lack- 


terests the 


ing in these qualities, it just doesn't reg- 
ister at all. 


Numerous old sentiments and supersti- 


Tue Suari Host 


that distinguished Colonial hitectur« 


In Colonial designs the doorways wer 


often elaborate even in the more unpreten 


Necessity, even poverty per 


the des 


| of the 


of tl ouse. The doorway was a luxury 
on which all the skill and artistry and 

we of be of the old time craftsmen 
wer oncentrated. 


the typical Colonial door was 


ainted white, occasionally mahogany was 
used е spe en was found a few 
years ; in the cellar of the Andrew 


Safford house at Salem, Massachusetts 


behind old boards where it had 
remained for over a century. It has beet 
restored and now stands a striking ех 
imple of incommon doors of that 
period 
Неге and there we come проп a greet 


door blinds in connection with 


а white 


adopted by some 


and green 


house, the style having beet 


of the leading architects 


who realized its practicability, this color 


out so emphatically the charm 


white pilasters and architrave 


It is a fact that many to realize 


that it is not just the doorway itself that 


counts but the door in relation to the 
house it adorns. Through the interest 
taken today in correct architecture, th 


average doorway has undergone a com 
te Careful study has been 
made not only of the types used in 
this country but in other lands. and 
Continued on Page 32) 


this beautiful 


rnateness, 
example 
entrance, 


good taste 


or the combining of 
the two. 
About the mic 


tury Colon 


went out of style, the panel door giving 
place to the plain wooden опе. However, 
time brought back the Colonial designs 
for the architects of tod: alize as neve 
before that nothing can exceed tl aster 
raítsmen's art. We need only to view 
some of the houses which line t resi 
dential streets of Salem, Massachusetts 
to realize the rare good taste and 
excellent judgment of these early builders 

No period in ti is more dis 


e than the Colonial which stands 


tinct 
out so vividly history 
These 


North 


the Southern examples conveyed t 


entrances were 


with a Purit 


rough 


ression of 


their breadth an hospitality 


haracteristic 
The advance in ornamentation and de 


in doorways in America can be ac 


sign 


counted for throt the many architec 


tural books sent over from England and 


the fact that more experienced workmen 


had come into the country The archi- 


towns. 


od 


more especially in seaport 


tects, 
vere quick to call to their 


carvers who were employed 


of them making a 


many 


heads 


iy needs the best in design and con- 


all types of old world and 
tle 


‘tion from 


early American architectt 


whatever 


is selected, the entrance can be one of the 
beauty spots of the hous 
There are three chief points to 


about the entrance vou select for your 
home It should be beautiful in itself 
uitable for the house, and durable 


Beauty involves good design and correct 


proportions, showing the master hand of 
the skilled architect. Suitability involves 


good taste in size and elaboration, in keep 


yf your 


house. 


ing with the size and type 


1 


Durability well mad 


terials, to resist 


weather 
To the home builder, 
tect, there is a liberal education 


of the doorway, commencing with 


plain planks of k 
the vears to the 


cabin days 


extending through 
Colonial influence as exerted in the 


built 


houses 


in the latter part of the eighteenth 


and early nineteenth centuries 


Do we realize how fortunate we аге 
today with all these period doors for ref 
erence Little wonder that we are abl 
to evolve such charming effects as are 
found on every side! It is a refreshing 
thought to feel there is such à variatk 
in style, for it does away with a same 
ness that would be monotonous. Rather 

constantly coming across ne 


h a careful stud 


ts appar- 
good 


very 


height of the window 
of the window. 


The 


plan with short windows. 


Here is a simple and easily made drapery for a small window. 
ently increased by having the valance extend across only the middle 


Photograph by Mattie Edwards Hewitt 


TAILORED HANGINGS FOR WELL DRESSED WINDOWS 
Professional Secrets To Help You Make Them 


house with few 


windows !” 

Many times she will have need for the 
arithmetic she so painfully learned years 
ago. For instance, suppose 
room with three windows. E 


we have a 


ach window 
is three feet wide, seven feet long to the 
sill, and fwo feet and a half from the sill 
to the floor. Each drapery then, allowing 


six inches for turning in, should be ten 


feet long. Suppose we have planned a 
plain trimming band down the inside of 
each drapery and across the bottom. With 
a curtain three feet wide we would need 


thirteen feet of banding, which -would 
mean eight and two-thirds yards for each 
pair and twenty-six yards for three pairs 
If, instead of a band, we are planning te 
have a ruffle or a plaiting as trimming, 
we would have to allow three times as 
much as for a straight band, which for 
our three windows would mount up to 
seventy-eight yards! 

At this moment I venture to predict we 
might feel that we could do very well with 
one window in the room or even none at 
all. To one who has been used to think- 


ing of cloth in terms of three yards and 


Ву MEHETABEL THANKFUL AMSDELL 


she wished houses could be done without 


windows or that in some magic way 


measurements for curtains could always 


be correct For say what you will, 


measurements do basely falsify many 


times! There is one way in which the 


decorator at home has a distinct advan 
tage—she can try out her curtains while 


making them. 
The woman who has had experience in 


making her own clothes and who is gen- 


erally “handy with the needle” should b 


able quite easily to turn this technique 


into 


making her own 


a real saving by 
To insure a good piece of work 
to know 


and what to strive for 


curtains 
it is necessary what to look for 
Curtain making is 


more a matter of tailoring than of dress 


making Seams must be straight and 
must not pucker. The lining must fit 
easily. An amateur is in danger of being 


almost overwhelmed at the yardage of thc 
different things she will be using. There 
may come times when, if she has a house 


with many windows whose sun and light 


have been her pride, she will in despera- 
tion be tempted to say, “Blessed be the 


Here Are Some 


ТЕ importance of well dressed win 
dows in any furnishing plan simply 
cannot be overemphasized. Just as our 
standards regarding clothes have improved 
tremendously in the last few years, so have 
our eyes been opened to the need of more 
distinguished window treatments. Those 
who may still feel that there isn’t so very 
much to making a curtain would doubt- 


less be qı 


> surprised to see what a busy 
and efficient place a professional curtain 
making workroom is. There we find enor- 
mous cutting tables that will take a twelv 

or fifteen foot curtain, still other tables 
where trimmings are applied, and rows of 
power sewing machines 


that fairly eat 


We probably 


о at the amount of 


up the great long seams 


would be surprised 


handwork being done, for on fine costly 
materials none but the best will do. An- 
other department will be devoted to th 


hardware and the putting up of the cur- 
tains after they are made. Altogether it 
is à busy place, and at times a terrifving 
one 

| suppose if every professional decora- 


tor told the truth she would admit that 


8 Tue SmMALL HOME 


like heresy and extravagance, 
g to do is to 


one-half for a dress, the 


rapacious appetite of windows but all I am tryi 
is simply appalling. Once we be sure that we save these 
get over that shock it is not homes of ours from looking 
so bad. Speaking of trim- heap and common. I have al- 
mings, it is now possible to buy ways said that we can invest 
both plain banding and plaited the small house with as much 
chintz by the yard, all ready dignity and charm as a large 
for use, in a splendid assort- one, but we have to think right 
ment of colors. This is a won to do it. On a window of any 
derful help, for it 1s a gr size a twenty-five inch drapery, 
deal of work to the half of a fifty inch fabric, 
is even sometimes a little 


tv or seventy yards of 1 skimpy Thirty inches makes 


a lovely width for some drap- 


fling means much work 
Draperies, to look well and егіс, and a full width of 
to hang well, should be lined thirty-six inch materi il is per 


An unlined drapery looks un- fect for most windows. 


finished and cheap Sateen 1s The cutting 0l the material 
I 
is most important. Profession 


ils do this on long, high tables. 


generally used for lining, al 
though sometimes unbleached 


muslin does very well. WH For home work the dining 


ever a window comes to with table may be pressed into serv 


in two feet or two and one- ice Sometimes a large bed 


half feet from the floor, make offers the best place to spread 


out so much material, and the 


the draperies flo length 


Think of the hangings as line, floor of one of the bedrooms 


and you will see the decora- may be used when every other 


place fails. When using a 


tive reason for wanting to 


preserve the unbroken line to Photograph by Thompson Company figured material be sure to 
the floor Sometimes. it is d 1 ut a have the design come at the 

In an effort to economize, valance 1 1 on place in each curtain. In 
women often make the side makes mor f the wood trim planning the first curtain ar 
draperies skimpy. Many wom- range to have the largest part 
en always plan to divide any material they can be divided ty-six 1 material of the design at the bottom of the drapery 
are using, no matter how narrow it may divided makes each drap only eighteet Then measure up from that to what will 
be. As a guide I should say that a fifty inches wide, which sim is not enough be the top line. Make an allowance ot 
inch material is the very narrowest th: I know quite well that this may sound two inches ( is enough at the top), and 


Photograph by Mattie Edwards Hews 
1 tied back draperies of plain material. These are made of 


the same way 


19 Charm about гї 


There 


s lined. Sateen, cott 


Fic. 7 


“put” when hung and not spread all out 
of place. Make about three flat box plaits 
at the top and stitch them down. The 
drapery is then ready for the rings or 
hooks to hang it on the rod. If trim- 
ming in the мау of bands, fringe, or 
ruffles has been planned, these should be 
attached to the drapery before the lining 
is put on. Weights sewed to the bottom 
of the drapery do their part to insure 
further proper hanging. Many of these 
little touches may seem superfluous, yet 
they are the very things that mark the 
difference between good and poor work. 

There are several ways to finish the top 
of draperies and curtains. The most aris- 
tocratic finish is known as the “pinch 
plait" or the “French plait.” It is literal- 
ly a pinched plait as we will see later. 
Then there is the box plaited finish, either 
single or double; the shirred top where 
the fullness is confined by rows of cords 
that have been run into a small casing ; 
and, of course, the good old everyday 
finish of the plain gathered top 
run onto the rod. Another vari- 
ation is the shirred top made of 
scveral rows of shirring such as 
we used to put on full skirts in 
days gone by. A light weight 
curtain with several rows of such 
shirring is effective. It may be 
done on the machine using a very 
long stitch and 
thread on the bottom. "Then for valances 
there is, of course, the plain stretched or 
tailored type that is always effective. 

In planning the fullness of a valance 
allow just double the length of the finished 
piece. In planning the length don't forget 
to allow for the "returns" of the rod or 
cornice board. By "return" we mean the 
distance the rod or board extends from the 
wall. This is usually about four inches, so 
the valance of a forty inch window with 

( Continued on Page 28) 


loose, coarse 


Fig. 1. A—Double box plait head- 


ings. 
B—Single box plait head- 
ings. 

Fig. 2. Pinch plait or French 
heading. 


Fig. 3. Four steps 
French plait. 

Fig. 4. Some of the means used 
to hang the finished dra- 
pery to the rod. A, B, D 
are hooks to hang over the 
rod. C is a ring. E is a 
loop of tape through which 
to pass the rod. 

Fig. 5. Showing tape sewed at the 
bottom edge to the top of a 
valance at the back. Used 
to attach valance to cornice 
board. 

Fig. 6. Simple shelf-like cornice 
board four inches deep, 
used to insure absolutely 
straight lines for the val- 
ance. 

Fig. 7. Double flat rods. А wide 
hook for flat rods sewed to 
the drapery and hung over 
the glass curtain rod makes 
a third rod unnecessary. 

Fig. 8. Front and bach views of 
cornice boards to be made 
of molding and изей in- 
stead of a valance, 

Fig. 9. Shirred heading done over 
а соға. 


in making a 


' 
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at the top or bottom. The top line is 
easy when there is a valance. It may be 
done like the back. Both lining and 
drapery should be hemmed separately at 
the bottom with about a two inch hem, 
the lining being finished about а hem's 
length shorter than the outside. This 
does much to insure straight hanging oí 
the curtain. 

Even though it is to be covered with a 
valance, the fullness at the top of the 
drapery should be confined so it will stay 


Fic. 3 


cut the curtain. Then use the first curtain 
as a pattern for all the others, matching 
up the design with it. This may mean 
the waste of some material on each drap- 
ery, but it is in a good cause. Nothing in 


the world looks more homemade and 


amateurish than to have the design of € 


draperies all higgledy-piggledy. 
Draperies that are to have a valance 
are quite simple to таке. After the lin- 
ing is cut the same length as the curtains, 
we are ready to begin our sewing. On 
the best work the lining is attached to the 
front of the curtain by hand, blind stitched 
down, but we can do it easier than that. 
Setting the machine with a loose, slight- 
ly long stitch that will be in no danger 
of puckering, sew the lining and drapery 
together down the length of the front of 
Then turn back not only 
the lining, but an inch and a quarter of 
the outside of the drapery, so the lining 
does not come to the edge. 


each hanging. 


Here again 
we have need of a large surface that 
will take the most if not all of 
our drapery. 

After basting the lining and 
the front 
next carefully 
lay the lining over the drapery 
so that it lies perfectly smooth 
when the drapery is held up. 


outside together at 


line, we must 


The untrained person will think 


hecause she has cut them the 


same that if she sews them together 
they are bound to be all right. Unfor- 
tunately that is not necessarily true. The 


only safe thing to do is to lay them 
out flat and arrange the lining. Then 
pin and baste the top edges together, turn 
in the edges of the back line of the hang- 
ing and the lining, and stitch on the ma- 
chine, being careful as before to avoid 
puckering or pulling. 

Now we have drapery and lining sewed 
together at the front and back, but not 
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THE Poor For A SMALL HOUSE GARDEN 
Simple, Perhaps, Yet No Other Feature Can Rival It In Charm 


than the empty flower beds 

A pool is seasonal, but so is gardening. 
After it awakens in the spring, there is 
no other spot in the garden that needs 
And spot will 


give more genuine enjoyment. 


less care, too, no other 

А combination 
are well illustrated in the two views of a 
Even 


of fountain and pool 
garden in Eau Claire, Wisconsin. 
the smallest of gardens may provide room 
for just a fountain, a little play of water 
that will always catch the e The wall 
attractive 


fountain with its 


is quite 
benevolent old lion so interesting to the 


children, ejecting a sparkling stream of 


By Harvy H. CORNELL 


It was a luxury—yet these people used it 


different forms. It was often 


factor 


in many 


the dominant in garden design, 
providing color and movement, a bit of 
coolness where excessive warmth was op- 
With 


It is easily 


pressive. us it should be just as 


obtainable. Our 


precious. 
vigorous climatic conditions, contrary to 
general opinion, are not too severe for 
of artificial 


the practical requirements 


pools. It is true a pool in winter has lost 


for it must be drained dry, 


its charm, 
partially filled with leaves, and covered 
over with boards as a protection from the 


frost. But is it any more dissatisfying 


а convert—always а con- 


the builder 


8 س‎ 
vert.” 


pool, always an enthusiastic owner. 


of a 
The 


flower garden owner who has finally been 


Once 


persuaded to introduce the element of 
water in some form or other within the 
The 


with its 


rden scheme, is fortunate, indeed. 


g 
quiet, restful panel of water 
depth of color, or the fountain with its 
lively, sparkling movement, or a combina- 
tion of both, become his happy possessions. 

We all know something of the charm 
of the early Spanish style of water gar- 
dens created by the Moors. Water was 


precious to them because it was scarce. 


Ісхе 1928 1 

water to the little basin be- Ілет Or PLANT MATERIAL For THE Mrs. Woodrow Wilson— 

low, from which it overflows С M P Light lavender blue. 

with a rush to the lower pool. ARDEN OOL Pennsylvania—one of the 

A native limestone of ir- Key Botanical Name—Common Name best standard blues. 

regular pattern has been used 1 Ampelopsis tricuspidata—Japanese Creeper Hardy Waterlilies : 

for walls, basin, and the cop- 2 Hemerocallis flava—Lemon Day Lily Chromatella—one 0۶ 6 

can of Н L TI 1 3 Siberian Tris—Blue King "d " чш 

ЮЕ Әк She р. SHE. 36 4 German Iris—Juniata—Pale Blue Best yellow — 

is typical in design and 5 Vinca minor—Common Periwinkle | Gloriosa—blossoms of ар- 

construction, with sufficient 6 Hoste caerulea—Blue Plantainlily | ple - blossom fragrance, 

rj ] is sc ioides se rflorens—Dsvarf م۰‎ ж Қы 
depth for the growth of Myosotis scorpioides semperflorens езен Т ұстай 6" to 7" across, the color 
23 ‘orget-Me-No. А : s : 

water lilies. | 8 Aquatic Iris—Pseudacorus from bright oe to 
The structural design of 9 Dwarf Early Pumila Iris—Schneekuppe—Pure White a dark red later in the 

artificial pools is not a diffi- 10 Lysimachia mummularia—M oneywort season. 

cult matter. They may be 11 Siberian Iri —Snow Queen Morning glory — delicate 
: alien pi 12 Aquatic Iris—V ersicolor—V iolet-Blue hell wank. | bl un 

entirely of concrete usibus 13 Lythrum roseum superbum—Rose Loosestrife shell pink, long looming 

he veneered on the inside 14 Dwarf Early Pumila Iris—Coerulea—Blue season, flowers of lasting 

with brick, stone, or tile. 15 Aquilegia coerulea—Colorado Columbine quality when cut. 

Тһе concrete should be re- = = - = = ==! Tropical waterlilies are set 


out late in the season, usually in June, but 
rapidly and bloom within a few 
Their flowers are carried a foot 


grow 
weeks. 
or more above the water and sometimes 
exceed 12” in diameter. It is best to treat 
them as annuals, having strong new plants 
to set out each year. 

The flowers of the hardy waterlilies in 
contrast seem to float upon the surface of 
the water. Little care is needed to pre- 
vent freezing of roots and they may be 
enjoyed year after year. 

In planting water lilies, perhaps the 
simplest method is to prepare a strong 
box 1’ deep and 18" square, or larger, 
placing in it good garden soil, mixing 

with it some well- 


rotted cow man- 


ure. Set the crown 
of the plant even 
with the surface 
of the soil, cover- 
with 


of sand or gravel 


ing an inch 
to keep the water 
( Continued 
Page 29) 


on 


“BROKEN STONE COPING 


PIPE 70 Jer‏ رپ مين "وم 


walls should be reinforced. Lily pools 
are usually from 18” to 24” deep. The 
mixture of concrete ordinarily used is one 
part cement, two parts sand, and three 
parts screened gravel or crushed stone. 
Provisions for water supply and overflow 
are indicated on the accompanying draw- 
ing of a cross-section of the pool. 

With the of a pool, the 
gardener may add а most interesting 
group to his plant list—the water lilies. 
The varieties used in the pool in the il- 
lustration and reported last season by the 
owner as the most successful are: 
Tropical Day Bloomers: 

Mrs. Ed. Whitaker—a la 


possession 


е blue. 


BRAIS ағас JALEN 
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Cross Section Of The Garden Pool On 


The Line A-A From The Drawing Below 


win te” СД 
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Detatled Drawings For Making The Garden Pool 


inforced when under severe climatic and 
soil conditions, The bottom of the side walls 
surrounding the pool should be below the 
line of normal frost action. Where the soil 
is extremely sandy and quickly drained, 
this precaution in depth of construction 
may be unnecessary. Where frost action 
is severe and the soil is a natural clay not 
easily drained, it is necessary to provide а 
6” layer of cinders under the bottom of the 
A 4" agricultural tile drain should be 
installed at the base of the concrete walls, 
leading to a main drain. Where the coping 
is flush with a surrounding walk, the wall 
should be sloped slightly away from the 


pool, 


pool in order to remove the surface water. 
'The floor of the 
pool should be re- 


== 


inforced with 34 
18” cen- تن‎ 
ters, at the top of 


rods on 


the floor, the floor н 
to be 8” thick, the FA 
side walls to be = 
12” thick. If the : 

ر ا 


pool is more than 


3' deep, the side 


Tue Smart Home 


VENTURES IN COLOR IN THE KITCHEN 


If You But Make The First Attempt You -Are Likely To Go On 
"Uenturing Until You Have A Truly Beautiful Kitchen 


both have equable disposi- 
tions, for red is a quarrel- 


some color. Іп fact, too 


much of any one color 
grows tiresome and monot- 
If the 


small, light colors as buff, 


onous kitchen is 


grey and tints of any of the 


hues make it seem larger. 


Care must also be taken 


that not too pale color is 


used or it lacks character. 


Light blue ceilings seem to 


give height to а room. 


Wainscoting or tiling part 


up apparently lowers 


of the ceili 


way 


the height 


A kitchen with several 
windows may have deeper 
colors used than а 7 
room. 


Let us imagine 
with two win- 


a room 


of average size 10x12 feet 


dows, one st and one South. This 
would be rather light even on dark days. 
On the warm side of the house, then, it 
should be decorated in cooler colors, Sup 
pose you wish to get away from blue 
and grey which are so commonly used, 
what then? Try black and white mar 


belized linoleum for the floor, willow green 
woodwork and old ivory walls, Paint the 
inside of the cupboards a very soft dull 
henna, if your dishes will allow, or per- 
a light blue green. Curtains 


be a chintz all-over 


haps better 
at the window 
design with yellow, green, blue and red in 
A Southwest kitchen is 
in appearance 


may 


the pattern. 


usually warmer than a 
Southeast exposure. By using dark grey 
and blue grey tile pattern linoleum for the 
floor, blue green woodwork, putty colored 
walls and light orange lining for the cup- 
b Cur- 


tains of deep cream casement cloth, bound 


ard this room would seem cooler. 


with an inch wide blue band and piped 
with a strong yellow orange, would add 
interest. If blue is made the predomi- 
nant color in a room, it needs yellow and 


orange or a cherry red to liven it up. 


NORTH kitchen is very apt to be 

gloomy and dark, particularly during 
the winter months, so needs yellow and 
reds for cheer. Choose a brick red tile pat- 
tern in linoleum, paint the walls buff color 
and the woodwork a shade or two darker. 
Paint the inside of the cupboard the same 
as the walls but with a little more vellow 
added to it and stripe the edge of the 

(Continued on Page 32) 


By LILLIAN Р. BEARD 


fied with a poor choice of color as though 
no attention had been given to the prob- 


lem. Color speaks a language similar to 


music and we must understand it, to use 


it well. 
Every person responds to color in a dif- 


ferent way. Usually our first leaning to- 


ward color is for strong, crude hues. It 


takes study to appreciate the subtlety of 


soft, greyed down colors. Some colors 


are loud and vivid, as strong reds and 
orange, and are valuable in small amounts 
for accent. Blues and greens are cool 


and quieting. Yellow is sunny and happy. 
Purple and violet are rather neutral as is 
With and 


greyed down tones there is a field of sev- 


grey. the tints and shades 
eral thousand hues to roam in planning 


A 6 
thought with a little daring often achieves 


our own particular schemes 


interesting results. 


HE physical characteristics. of the 
kitchen limit us somewhat in our 
choice of color. The exposure, size and 


number of windows must all be taken into 
consideration. If the kitchen has a South- 
east, South or Southwest exposure, cool 


А North 


kitchen needs to be made sunny to make it 


colors should then predominate. 


more pleasing. It is possible with careful 


study of colors to make a room several 


degrees cooler or warmer than it actu- 


ally is. A kitchen of a bride living in 
a city several states south of here was 
described thus: red enameled stove, red 


enameled cooking utensils with red pre- 
dominant 
her kitchen is on the North and they 


in the linoleum. Let us hope 


ANY 
or a headache at the 
is not the 
but the 


you as| 


a ruined cake 
end of the day 
fault 
kitchen. 


“сап that be?" 


of the cook 


“How,” 


Did you ever 


try to accomplish some- 
thing important in ugly, 
dark surroundings апа 


achieve success sH feeling 


vour best? If you did, you 


are above the average. For 
whether we realize it or 
not, color influences our 


ability to perform our tasks 


effectively, Color to many 


people is an unrealized fac- 


tor, We step into a room 

=i tle 
and think to ourselves, E E 
; ^ j Le 
“How beautiful, how rest 
ful this is," not appreciat- 


ing that color is largely re- 


sponsible for this fact. Color soothes or 
irritates our nerves; it depresses or fills 
us with joyousness; it makes us quar- 
relsome or calm and comíortable to live 
with. A woman spends many hours a day 
in her kitchen. If it is dark and gloomy, 
she feels her home-making job a burden. 
If it is white and glaring, it irritates and 
blinds. A colorful kitchen is interesting 


and affects the whole attitude of mind. 


ITCHENS have gone through rapid 

changes in the last decade. Not only 
size, but shape, equipment and decoration 
have each added their bit. Fortunate the 
woman who has her job to carry on in a 
pleasant kitchen rather than the grinding 
dirt and noise of the factory or the arti- 
for it is 


h 
within her power at home to make her 


il light and dust of an office, 


surroundings attractive as well as effi- 
cient and cleanly. 

Science has given us marvelous things 
to work with. There is no more need for 
a stupid, dingy, brown kitchen than for 
The 


white, cold sanitary looking kitchen was 


a wood stove in a gas-piped house, 


the height of our desire a few years ago. 
It was so white and cold it was institu- 
tional looking and got on our nerves, and 
so has almost passed out. Someone dared 
to paint the woodwork in color, then the 
walls. Now we venture in color, not only 
in the backgrounds but even in stoves and 
cooking utensils as well and certainly 
there is no reason why 
hoth and 


sirable color is, it must be used with dis- 


they cannot be 


useful colorful. However de- 


cretion or be as much dissatis- 


we may 


HOUSE BUILT FROM DESIGN 5-4-бо 


TRUE DUTCH COLONIAL EXTERIOR 


Many Economies Are Possible With A Really Handsome 
Appearance And A Pleasant Plan 


en and dining room at the left. The stair- 


way has been enclosed between walls, 
eliminating all expense for balustrade and 
newel. The fireplace, in the plan, is lo- 
cated on an inside wall, a good position 
for connection with the furnace, requir- 
ot 


But the fireplace may be placed on 


ing a face 
work 


the outside wall if preferred, as it was 


minimum amount brick 


built by the owner of this house. 

Тһе living room is delightfully large, 
well lighted by windows, yet with suffi- 
cient unbroken to 
background for large pieces of furniture 
Through arched or cased openings there is 


wall space furnish a 


an agreeable vista across the hall into the 
dining room. 

The kitchen is the ideal size for a work 
room, not cramped but with all the equip- 
ment within easy reach. Two windows 
provide ample light and ventilation, 

Construction: First story brick veneer 
on wood frame, second story shingles or 
siding, shingle roof. 

Lot siz Approximately forty feet. 
to f 


face 
north. Reversed plans may be secured for 


Facing: Designed west or 
other facings. 
For price of plans and statement of 


service, turn to page 34. 


[LIVING ROOM 


7.0+07 м:-8" 


BED ROOM 
16-10^x 13-1" 


i| KITCHEN | 


8-8"x f-8* 


Sih امه‎ 
bor аме 


| DINING ROOM 


H- ٢ 


BED R.OOM 


ло" 121” 


SAGO 


L 


, | HE old Dutch fathers were a canny 
lot, with a typically modern aversion 
to tax collectors. Therefore when the 


authorities of their day laid a tax upon 
two story houses, these resourceful gen- 
tlemen capped their homes with gambrel 
roofs and had thereby houses technically 
and legally one story, although with still 
a good two story capacity. That is one 
explanation of the type of roof now so 
inalienably connected with Dutch Colonial 


architecture. 


Design is a good example of 


this style of architecture. However, it 
shows its ancestry in still other ways than 
in its well proportioned gambrel roof. 
The hooded entrance, the shutters at the 
windows, and the side lighted front door 
frame carry out the Dutch Colonial spirit 
The brick pavement and front stoop had 
its prototype before many an early Dutch 
home. 

Brick and siding for the exterior walls 
have been combined in a charming and 
effective manner, yet the house is in many 
ways an economical one. The economies 
have been made possible with no sacri- 


fice of appearance or comfort. 


The plan of the central stairway 


type, with living room at the right, kitch- 


HOME 


DFSIGN NO. 8-В-49 


14 


UNUSUAL REFINEMENT IN SO SMALL А HOUSE 
Sketches Of The Entrance, The Large Window At The ‘Right, And 
The Fireplace Are Shown On The Opposite Page 


lost. allows the ut- 


most quiet and privacy to the sleep- 


This division 


ing quarters, almost as much as in 
a two story house. 

In the long living room, ample 
wall spaces make the arrangement 
of furniture, even of large pieces, a 
simple matter. French doors which 
open onto the small balcony, and 


narrow, small paned windows above 
the bookcases are equally decora- 
tive. These bookshelves on either 
side of the fireplace add to the 
beauty of the room, as does the 
wide opening to the dining roon: 
which affords a delightful vista 
across the little paved terrace. 
This terrace, with its low flight 
of flagstone steps tends to tie house 
and garden together, while the 


sweep of the wall at one side adds 
an interesting feature to the exterior. 


Construction: Brick walls with stucco 


facing, tile roof, casement windows. 


Lot size: Approximately fifty feet. 
Designed 1 or south, Re- 


for 


to tace west 


versed plans may be secured other 


exposures. 
of plans and 


For price statement of 


service, turn to page 34. 


BEDROOM 
10:075: 4^ 


LIVING ROOM 
BEDROOM 2/27 154 
15814 


dow have all been skillfully combined. 
herein. 

The plan resolves itself naturally into 
two sections; living quarters on one side, 


The hall 


one 


sleeping quarters on the other. 
to provide passage from 


other 


necessary 
to the 


so that 


section 
minimum 


is reduced to the 


no valuable space is 


been 


have 
style. 
well 
د‎ 
deli- 


win- 


HOSE 


us that the most intensely Span- 


who should know teli 
ish houses are found not in Spain 
but This 
much to be wondered 
ering the American propensity to 
undertaken — 


іп America. is not so 


at, consid- 


excel at anything 


from athletics to architecture. The 
fact is that this style is particularly 
well adapted to our needs. In many 
parts of both Spain and America 
the winters are severe, the sum- 
mers blazing hot. The necessity 
then is for houses that will con- 


serve the heat in winter and retain 


coolness in summer. The old time 


mud and adobe plastered walls 


served this purpose admirably. 


True, following the beacon of effi- 
ciency, America has substituted 
concrete, hollow tile, and stucco for 
these primitive materials, but the 
essentials of the design itself have 
retained. 


In this house, design 5-B-39, we 


an excellent example of the Spanish 
The broad, flat wall surfaces, the 
designed openings with their deep ٤ 


the wrought iron balcony, and the 


cately turned balusters screening the 


ji 
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“THE BEAUTIFUL RESTS ON THE FOUNDATIONS 
OF THE NECESSARY” 


16 THE SMALL Home 


DESIGN. NO, 6-6-3 


THE CHARM OF THE NEW ENGLAND COLONIAL 


Here Is Grace And Repose Found Only In Small Houses Of Fine 
Proportions And Simplicity Of Detail 


PERSON studying house plans is not generally carried He wants his house to be fine appearing. Here is a design, 

away by mere adjectives—delightful, graceful, charming, 6-G-3, that has these qualities. Study the plan carefully. See 
no matter how true they may be. To him, or her as the case what it offers. There is a coat closet where it should be, near 
may be, a house must work. It must have a plan that can be the front door. The stairway is enclosed, and inexpensive to 
lived with, an exterior that will keep the cost of building low. build. The kitchen wing is convenient. 


HE living room is p~ 
long and broad with 
many windows. The 
fireplace is recessed and Porcn мө Room | 

does not occupy floor : 50:60 
space. | Dinina Room 


> " 1 == tozê 
As for the exterior, p ur 


it has the beauty of 
proportion and the grace 
that comes from skill. 
No amount of fanciful 
and extravagant build- 
ing has ever displaced 
Colonial architecture 
from Ив position of 
leadership in our home 
design. This is ап ех- , 
traordinarily fine exam- 


E 1 мә Room 
ple of it. 1 nam 


For price of plans and j 
statement of service, | : 12107160 
turn to page 34. | 


Dep Room 


“The ae ! 
X сот / 


state- 
ment of service, turn to page 34. 


plans and 


For price of 
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HE illustration at 
the left shows the 


rear portion of the 
side elevation. It in- 
cludes the dining 
room windows and 
those of th bed- 
room above, as well 
as the little dormer 


which lights the bath- 
It also shows 
the manner in which 
the stoop outside the 
kitchen door is han- 
dled, with the sloping 
the trellis. 


1928 


JUNE 


A HOUSE OF MANY SURPRISES 


With An Odd Dormer, Interesting Gable, or 
Unexpected Roof Line At Almost Every Turn 


story beautify the house still further. 
The construction is of masonry through- 
out, with consequently deep reveals at 
the windows. Precast cement blocks at 
the corners and on the chimney add a 
At 
is a decorative 
The door itself 
is of heavy matched wood planks broken 


pleasing touch of informality. 
side of the 
wrought iron balustrade. 


one 
entrance 


by a grille of wrought iron. 


room. 


roof and 


ESIGN 6-К-22 is another example 


of the beauty and charm that can be 
worked into the English style home. The 
shape of the plan permits an exterior 
of exceptional interest and variety, from 
the lines of the roof, broken by dormers 
to the gable ends, enhanced by well de- 
signed windows. At the side half timber 
has been used effectively, while flower 
boxes beneath the windows in the second 
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DESIGN хо. 6-F-10 


SIX ROOM ENGLISH GEORGIAN HOUSE 
Formality Unusual In So Small A House---Yet Nevertheless 
Appropriate And Attractive 


in keeping with the formality of the room 


HE house presented here, design 


6-F-10, has been developed in the Eng- French doors open onto the rear porch, 
lish Georgian manner, with a formality and at one side of them are built-in book- 
quite out of the ordinary in a house of shelves 


Wir 


give light and cross ventilation. Тһе sink 


this size. The long windows, with their lows on two sides of the kitchen 


wrought iron railings in front are ex- 


vem in the lo- 


tremely pleasing in effect, as is the beau- is placed beneath one of 


tifully proportioned entrance with its cation women find so desirable. There 
handsome lanterns and graceful iron rail- is space at the end of the room beneath 
ing at either side. Тһе gambrel roof, the second window and overlooking the 
broken with its three shghtly arched dor- vard for a small table and chairs to be 


mers, is an attractive feature, and the MZ = | | utilized as a breakfast nook. Тһе cup- 


house as a whole is strikingly effective. boards included are ample, but a closet at 


Because of the rather rich style of the one end of the kitchen adds welcome stor- 


period, the first floor plan is designed with space. The refrigerator is placed just 


— —29z- = 1 


a formality usually found only іп homes few steps away in the side entry 


a great deal larger. The door opens di- Ascending the stairs, which open di- 


rectly into a small reception hall. Im- rectly from the living room, we find three 
bedrooms, all with windows on two sides; 


one a room large enough f 


mediately opposite, a narrow arched open- 


ing reaching to the ceiling affords а view twin beds 


of a portion of the stairway and the rail- and possessing two closets. There is also 


ing witl a linen closet conveniently located at the 


graceful, slender balusters. 


The long windows which add so to the end of the hall 


Constr brick veneer on frame, 


appearance of the house on the exterior, 


also add greatly to the beauty of the liv- shingle roof, double hung windows 


ing room. Although double hung, they ex- Lot size Approximately forty feet 


tend to within six inches of the floor to face south or east. Reverse 


the true Georgian manner. The fireplace e secured for other facings. 


is of simple design, somewhat on the of plans and statement of 


order of our Colonial fireplaces, and quite 
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WITH A CERTAIN ENGLISH SPIRIT 
In The Sweep Of The Roof, The Timber Work About 


Porch, And The Masonry Construction 


The hall in this plan serves many useful 
purposes, giving access to the living room 
on the right, to the stairs on the left. 
Midway its length is a door, behind which 
it becomes even more serviceable, with a 
coat closet at the right and the cellar stair- 
way at the left. It also offers direct com- 
munication from the kitchen to the front 
door, a blessing to the housewife with 
canvassers multiplying daily 

There is a wide arched entrance from 
hall to living room, and another arched 
opening to the dining room is an attrac- 
tive feature of both rooms. The living 
room is large and inviting, with a group 
of three windows at the front and still 


another window at the side promising 


light and air in plenty. The fireplace has 
heen located in the center of the house so 


that a single chimney serves for this as 


well as for the heater and kitchen тап; 


very appreciable economy 


Construction Surfaced hollow tile, 


shingle roof 


Lot size: Approximately forty-five feet, 


Facing: Designed to face south or east. 


Reversed prints may be secured for other 


exposu 


For price of plans and statement of 


service turn to page 34. 
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DINING ROOM 


ТЕЗДЕН 


ROOM 
دن‎ 


DED ROOM: 


La 14227 
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ТЕ و‎ 


KITCHEN 


د 50 


"PORCH| 


The 


(Ж him who will cast aspersions at 
the porch from an artistic standpoint, 
there are still those who have a soft place 
in their hearts for it from a strictly util- 
itarian 


of view Here in des 


pomt 
6-H-12 we have two delightful porches, a 
front porch, which, if screened or glazed, 


offers grandstand facilities to those in- 


terested in viewing “the passing show ;” 
a rear porch on which to eat, to sit, to 
play, from which to survey proudly one's 
embryonic 


“farm.” Here, of course, the 


porches have been made an integral part 


of the house, they are not “stuck on.’ 
Too, the long line of the roof at the side, 
һтоКеп by the gable 


a unique 


which encloses the 


stairs, gives effect; while the 


timber construction of the porches com- 


bines pleasingly with the tile of which the 


house is built 


“This is the same hollow tile which is 


used in other houses of this series. It 


is a beautiful texture face, and comes 


n several different ranges of color, which 


affords an attractive wall surface. It is 


an economical т; 


other facing; it is a comfort giving mate- 
rial in that it conserves the heat in the 
winter, keeps the house cool in the sum 


mer 
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ROOM 
LIVING | 


5 j зоом 


Two STORY HOUSES WITHOUT DINING ROOMS 


Larger Illustrations And Detailed ‘Descriptions Will Be Sent On "Request. 
For Price Of Plans, Turn To Page 34. 
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Andersen 
Distinctive Features 


1 Patented, noiseless, long wearing 
Andersen pulleys used exclusively. 
2 Genuinesoft White Pine sills and 
casings—lasta lifetime. 
Patented, exclusive weather- 
tight features for home comfort. 
Absolute accuracy of milling in- 
sures tight-fitting joints, 
Dependable because guaranteed 
by areliable manufacturer. 
The Andersen Trade Mark is on 
every frame. 


w 


> 


u 
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If you want 


and Comfort 


| 


| 


NESS 


1928 
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in your home::-insist on 
Andersen FRAMES 


To furnish window frames that make 
weather-tight construction easy and 
economical is the aim of the makers of 
Andersen Genuine White Pine Window 
Frames. 


To get the whole story of Window 
Frames—a story of vital importance to 
everyone planning to build or rebuild 
a home for comfort—fill out and mail 
the coupon below. 


You can “‘wrap up” your new house 
ininsulation, you can reinforce every door 
and window with weather-stripping, but 
it will never be a healthful, comfortable 
home if it has ill-fitting window frames. 


Unless the window frames are of 
Proper construction and material, cold 
and moisture will filter through, causing 
drafty floors, dust and water streaks 
on walls and curtains. 


ANDERSEN LUMBER COMPANY 


MINNESOTA 
ANDERSEN LUMBER COMPANY, Box 5206, Bayport, Minnesota 


I am interested in building and will be glad to have you send me without charge or 
obligation a copy of your illustrated booklet entitled “How to Make Your New Home 


Street Address. 


State  — 
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HOUSE HUILT FROM DESIGN 


WHAT Is WRONG WITH ONE OF THESE HOUSES? 
Certain Things About It Are Not Architecturally Desirable. 
Can You Tell What They Are? 


in the house 


without this feature. The 


plans show a dormer similar to this on the 


but in that location 


rear of the house, 
there is no gabled entrance to divide the 
attention. The effect there is very dif 
ferent 

Entrance. The second difference imme- 
diately noticeable is the manner of han- 


The Palladian 


dling the entrance porch 
motif—the narrow archway flanked by 


the slender piers 


АП, narrow openings 


at either corner апа the 


large, rectangular openings 


at each side, all contrive to 


give the porch a lightness 


and delicacy in keeping with 


the scale of the house. En- 


closed, with the openings 


glazed, it becomes heavy 


Foundation, The differ 


nce in foundation heigh 
The on 


four steps to 


appar 


IS quite 


house 


shows 


f the porch, the 


The difference 


may seem slight, yet while 


one house nestles close to 


the ground, the second rises 


Continued on Page 36) 


MISS 


phrase 


is as good as a mile—the in the general effect 


might well have been coined Dormer. In considering 


in regard to the design and construction between the two houses, dormer is 


of houses, small houses in particular. perhaps the first thing ٢ act the at- 


Here the scale is such that every detail tention. Identical in outline 


is in evidence, every single window appears to be a some 


Jecting entrance, ıt 


door of immediate interest. In the small what smaller counterpart of the latter, dis 
house the general excellence « nass and tracting attention from the entrance, whic 


form cannot compensate for the unhappy was designed to be the center of 

choice of certain ornamentation, the clumsy It gives the house a restless effect as com 
handling of a single openir as is pared to the qualit repose so pleas 
possible in buildings on а 

huge scale. 


In the small 
] 


detail 


louse са 


15 of 


consequence, 
faithful execution of the ar 


chitect’s design  all-impor 


tant. Can anyone look at 


ese two houses and dou 


it The plans are identi 


al, the houses built from 


the same working dra 


vet the difference in ap 


pearance is marked. Some 
of the differences are ap 
parent even to the unini 


tiated. The trained eve sees 


s not so immediately 
but 


which are equally significant 


outstanding perhaps 
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Another Weyerhaeuser achievement-Wasieless Lumber ! 


trimmed square at both ends -- packaged - - - - ready to use ---- 


ur. wm T = 


A new and better lumber and 


a new and better way to buy it 


building—the time the carpen- 
ter spends in squaring up each 
piece of lumber before he can 
use it. 

4-Square Lumber is trimmed 
at the mill exactly square at 
both ends. Square every way you 
test it. 

Weyerhaeuser 4-Square Lum- 
ber means better buildings—bet- 
ter looking, longer lasting—at a 
substantial saving in cost. 

Weyerhaeuser 4-Square Lum- 
ber is sold through local lumber 
dealers. Your own local dealer 
has it or can get it for you. 


HIS announcement of a new 
kind of lumber has a two-fold 
significance. 

FIRST, an assurance of the 
finest lumber it is possible to 
produce. Seasoned. Milled to 
precise standards of size and 
dressing. Packaged. And with 
species and grade plainly printed 
on the label and guaranteed by 
Weyerhaeuser. 

You get exactly what you pay 
for when you buy 4-Square Lum- 
ber from a 4-Square Dealer. 

SECOND, the elimination of 
one of the most costly wastes in 


WEYERHAEUSER -FOREST PRODUCTS · SAINT PAUL, MINNESOTA 
General Sales Offices: WEYERHAEUSER SALES COMPANY, Spokane Washington 


* CHICAGO - TOLEDO 


. NEW YORK 


* KANSAS CITY 
PHILADELPHIA 


District Sales Offices: MINNEAPOLIS 
PITTSBURGH - 
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2 
SQUARE 


These items can now be purchased under the 4-Square 
label. Each carefully manufactured for the particular 
purpose for which it is intended. 


SQUARE EDGE FINISHING LUMBER 
BEVEL SIDING - COLONIAL SIDING 
DROP SIDING - SOFTWOOD FLOORING 
END MATCHED SOFTWOOD FLOORING 
CEILING AND PARTITION 
SHELVING - STEPPING 
CASING - BASE - MOULDINGS 


THe Smar Home 
er. It is an excellent device. 
Our house needs a new 


about putting 


QUESTION 
finish. We wonder 
shingles on it or would you recom- 
mend pressed steel in the form of 
If of shingles, what 


brick or siding? 
kind? 
WE advise you strongly to use the shin- 
gles. Use strictly clear edge grain quality 
of red cedar or cypress, dipped full length 
and nail with zine coated or copper nails. 
Question: J have observed in this 
column a statement about chimneys 
and flue linings. I must confess that 
I do not know what flue linings are. 


Tell also how much slant may be 
given the flue. 
Five linings are hard burned clay units, 


hollow, coming in lengths of two feet. 
They may be round, oblong or square. 
They fit inside the flue, forming а solid 


pipe surrounded by brick, As to the slant 
of the chimney, let it be as little as possi 
ble. For the furnace flue there should be 
no slant. For others perhaps a maximum 
of the width of the flue in a story height. 
Please tell me what 


causes white spots to appear on brick 


QUESTION 

walls and how it can be removed. 
Tuts is efflorescence caused by salts be- 
ing leeched out of the brick and mortar 
Find 


Efflorescence may be 


by water running through the wall 


where leaks occur. 


removed with wire brushes and, if nec- 
essary, a mild solution of hydrochloric 
acid 


QUESTION We bought anew bunga- 

low. It was built only two months 

Where can we find an expert 
the building апа tell 

whether it is all right or not? 

the house. 


ago, 
to examine 
GET an architect to examine 
It would have been well to have had this 
done before you purchased. 

My cellar floor is dusty, 
probably due to cement dust. Will 
appreciate your opinion of applying 
pure cement, brushed on. 


QUESTION 


Tue cement brushed on your floors will 
not remedy your trouble. Use some of the 
prepared floor hardeners, which will solve 
your little Any 


architect will give you the trade names 


problem at very cost. 
of satisfactory floor hardeners. 
W'hat 
sweat and ice form between the win- 
windows. Water 
all the time. 
shut 
We just had a concrete block founda- 


QUESTION : makes the house 


dows апа storm 


runs off the windows 
Doors get so we cannot them. 
tion wall put under the house and a 
Мат added. The 


house was nice and warm before that 


central heating 
was done 
THERE is too much moisture in your house. 


to the new masonry, 


If the trouble is here 


Open your storm sash 


it is temporary. 


to get rid of excessive 


Questions Home BUILDERS Ask 
Answered By The Technical Department Of The Small Home 


low rates for service of this type, which 
bring it within economical range. Such 
are controlled thermostatically, 


a constant supply of 


heaters 
and thus maintain 
hot water at predetermined temperatures 
For most economical operation an auxil- 
iary tank is connected to the house heater 
by means of an ordinary coil in the fire 
power consumption 


pot, thus reducing 


when the house heater is operated. Costs 
of installation and figures on power con- 


sumption can be secured from your deal- 


Enrrog's Nore: Questions regarding all 
home building such as plan 


construction, 


phases of 
ning, financing, 
or repairing, will be answered 


materials, 
free of 
charge, through these columns or by letter. 
| have been interested in 
Please advise 


how it operates and about costs. 


QUESTION 


electric water heating 


Tuts type of water heater is operated 


through the installation of electric heating 


elements about the water storage tank 


Power companies usually grant spe 


Genuine Natural Slate 


In Plain Blue-Grey or Variegated Vermont Colors 


There is no arti- 


ILL give your home everlasting distinction. 


ficial coloring to fade out—no composition to disintegrate 


rth, the best 


only pure, solid rock direct from the depths of the е 


kind of material to resist constant weather attacks without expense 


of upkeep. 


You Are Taking No Risk With Slate 


Everybody knows its merits—the roof that has endured for cen- 


Its very sturdy appearance gives an air of good sound con- 


turies. 


struction to your entire home and increases its value! 


Slate Cannot Be Imitated 
There is a keen sense of beauty in the very realization that slate is 
a natural product—no manufactured process can produce that spirit 
of Nature which seems to become part of surrounding landscape and 


foliage. 


Slate Is Not Expensive 
It is used as commonly on the small bungalow as on palatial homes 
—simply because the wise builder knows a few years will prove it to 
be the lowest priced roof obtainable. 


Caution 


a mistake cannot 


It may save you con- 


Remember, building is once a life-time affair 
Better consult your local roofer for a price on 


be easily rectified, 


slate before selecting your roofing material. 
Also send for our descriptive pamphlet 


siderable disappointment. 


“XX.” 


VENDOR SLATE COMPANY 


Easton, Pennsylvania 


be the priming coats were not properly 


thinned with oil and well brushed іп. 


Possibly the wood was damp. A 


good 
painter using standard high grade paints 


should be able to solve your difficulty. 


Let him decide how much paint should 
be removed. Make him responsible for 
your complete satisfaction. 

Question: / have a cistern which 


leaks from the outside. It is of brick 
and has a good coat of cement on the 
brick. Repairs have been made but 
it continues to leak. How would you 
make repairs? Is the 


ous 


water danger 
DRAIN the cistern, wash down and clean 
remove all loose plaster and 


( Continued on Page 27) 


the walls, 


cannot be made for them. The owner 


thinking of remodeling wisely employs an 


architect to make a preliminary survey 


and necessary working drawings and 


specifications. 


QUESTION: Our house faces north. 


During severe storms wind and rain 


blow in around the windows. How 

can we eliminate this trouble? 
INSTALL metal weather strips. 

Question: We are having trouble 


with paint peeling from our house. 
Will it do any good to burn it all off 
and repaint? It ms that no paint 
has been absorbed. This has occurred 


several times. 
Рковли.ү the paint was satisfactory, the 


method of application inexpert. It may 


New beauty and old-time 
quality combine in the 
1928 HERRICK 


ا 


Since 7 


was а girl ~ the name HERRICK 


In between,is heavily packed MINERAL 
WOOL, rated by U. S. tests one of the 
world's best insulators. This results in 
a constant correct temperature and ех- 
tra efficiency from ice or current. 

The air inside the HERRICK circulates 
freely, preventing exchange of food 
flavors and eliminating odors through 
the sanitary drainage system. This gives 
you as healthful and economical a re- 
frigerator as money can buy. 


Free Recipes and Booklet 


Write for “HERRICK Refrigerator Rec- 
ipes," a booklet that tells how to make 
elicious chilled dishes. Also booklet 
describing HERRICK models for ice or 
electricity, Outside Icing models, and 
Water Cooler models. Address The 


HERRICK Refrigerator Co.,1106 River 
St., Waterloo, Iowa. 


HERRICK 


THE ARISTOCRAT OF REFRIGERATORS 


bas stood for tbe best in 
refrigerator construction 


THE painstaking honesty of construc- 
tion that has kept many HERRICK Re- 
frigerators in service since Mother was 
а дігі, is still the most vital feature of 
the HERRICK for 1928. 

Because it combines both the smart 
appearance of the new and the masterful 
cr.ftsmanship of the old, more good 
housekeepers are daily turning to this 
“Aristocrat of Refrigerators.” 


HERRICK Triplex Insulation 


Outside, the solid oak cabinet is a non- 
conductor of heat. Inside, the linings 
of spruce, plate glass, or porcelain on 
spruce are also non-conductors of heat. 


June 1928 
moist air is highly desirable. 
А reputable 


offers to loan me 85 per cent of the 


Question subdivider 
cost of the house which he will erect, 
taking as first payment the value of 
the lot which will represent 15 per 
of the whole cost; payments to 
be 1 per cent per month, to include 


principal, interest, taxes and general 


cent 


assessments over a period of 15 years 


Would уои advise this as a reasonable 


plan? 
On the face of it this seems reasonable 
The fact that the subdivider is reputable 


is of first importance. Even so, it would 
be wise for you to employ an attorney so 
as to make sure you do not obligate your- 
self unwisely. You understand, of course, 
that there are some financing charges that 
be added 

to take 


the second mortgage 


will to the actual cost of the 


house care of the discounts on 


These charges you 
will not see unless you investigate. Be 


sure you have all the facts before vou 


ро ahead. 


Question: What causes cracks to 
appear їп posts and beams in the 
basement 

Excessive drying of the timbers. Ordi- 


nary cracks of this type are not serious 
If there is any doubt in your mind about 
posts and beams in the basement have 
them inspected by a competent contractor. 
Are weather strips оп 


supposed to keep windows 


QUESTION 
windows 


Jrom frosting? Would steam or hot 


water heat keep windows more frei 


from frost than warm air 


WEATHER strips have no appreciable ef- 


fect one way or the other on frosting as 


this is caused by warm moist air coming 
in contact with cold glass which condenses 


the moisture out of the air. To a cer 


tain extent this answers the second part 


of your question. The amount of frost 


ing will depend upon the amount of water 
that is evaporated into the air no matter 
what kind of heating plant is being used 
It is easier to humidify the air with a 


warm air plant. Some humidification is 


desirable 


QUESTION: hat causes the rain to 


come through under window sills? 
ONLY an investigation 


would bring out 


the facts. If the window frame is prop 
erly put together and securely flashed to 
the construction of the wall there should 
be no leak: 


Have a competent builder 
inspect the windows and apply the n 


ес- 
essary correction, 
QUESTION: We have an old house 
wh we have thought of remodel- 
ing. How shall we go about и? 


Can we get standard plans 


that can 


be used with 
THE 


remodeled 


our house 


extent to which house should be 
upon the 
condition of the house and the individual 
desires of the owner. Under 


ements are always 


invariably depends 


these cir- 


cumstances the r 


of such a special nature that stock plans 
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FLAMELESS 


HOT WATER 
SERVICE 


куы 


electric water heaters give the 
comfort of an abundant supply 
of hot water at every faucet of 
a home, day ог night. Over 
30,000 SEPCO electric water 
heaters have been installed and 
electric service companies give 
SIGN A special low rates for the opera- 
tion of this most efficient of 
water heaters. Any dealer will 
show you a SEPCO—nothing but 
a SEPCO will give you “flame- 
less," economical hot water ser- 


THE BUNGALOW IN SPANISH е еккен ы 


Informal Massing Of Exterior Belies Directness AUTOMATIC 
And Order Of Plan ELECTRIC HEATER CO. 


1505 Race Street 
PHILADELPHIA, PA. 


HIS design, 5-B-20, has something of 


the old world character that has be- 


come so much desired in recent years. could be extended if anyone desired. 


The form and mass are borrowed from The living quarters of the house are 


the architecture of the Mediterranean. separated from the bedroom and bath 


The plan is strictly American. quarters by a hallway, thus conforming 
Five excellent rooms, well lighted, of to good practise in the designing of bun- 
galows. 


good size, provide the ordinary accom- 
The porch, opening as it does off both 


modations of the plan. In addition there 


is a breakfast nook and a porch opening living room and dining room, affords a 
from the living room and dining room splendid opportunity for extensive use. 
The basement, as worked out by the It will serve as a very pleasant dining 


designers, extends only under the rear place in summer. Glazed in it may be 


of the house beneath the bedroom, din- used as a sunporch or as an additional 


ing room and kitchen. Of course, it living room in the winter. 

The living room is beautifully lighted 
with a long stretch of windows at one 
end. There are built in bookcases and 


Another Story a recessed fireplace. 


Here is a picturesque exterior and a 
For Your Home splendidly worked out plan designed 


Marschke Folding Stairs especially for a small family and includ- 
М; g St 


make the attic a useable 
and liveable part of the 
house. Add an extra story 
with this simple stairway 
that folds out of sight. The 
cost is unbelievably low. 


ing in its accommodations practically 
everything that is to be found in the 
modern small home. 

Construction; Brick walls, stucco fin- 
ish, tile roof, brick steps to the stoop. 
If desired the exterior walls may be of 
j hollow tile, or if built of brick, the stucco 
Send todav | ٩ 4 finish may be omitted. There have been 


for Booklet "M" Қы 7 so mat 


construction, finished in stucco of course, 


requests for this design in frame 


hat an extra sheet has been added to the 


The Marschke Company 


St. Paul Columbus d it in frame 
Minnesota Ohio е For price of plans and statement of 


drawings indicating changes necessary to 


service, turn to page 4 


уегу 


home you've always 
wanted may be 
HERE 


Ss it Worth a Jyo (ent Stamp 
and a Moments те 4 see? 


N an attractive book, sent on re- 
І quest, are pictures and floor plans о! 
eight charming, roomy small homes. 
These homes are designed by the Archi- 
tects’ Small House Service Bureau. Were 
you to have them drawn yourself, the 
cost would be out of all proportion. 
But they may be obtained through the 
Tex-Tile Small Home Plan Service at 


a very low cost. 


By using these plans, and building with 
Natco Tex-Tile, you can—at a price 
you can easily afford—have a home 
that in comfort, design, attractiveness. 
and permanence will be a constant 


source of pride and satisfaction to you. 


A two-cent stamp and a 
moment’s time will bring you 
the book. You'll enjoy it. 


NATCO 


NATCO TEX-TILE 


Natco Tex-Tile, with its rich range 
of beautiful colors, is an ideal 
building material for the small 
home. Its texture face has all the 


charm and distinction of the finest 


face brick. The units are 8x x 12 
inches, and lay up a self-insulated 
wall that is moisture proof, bars 
heat and cold, requires no furring, 
painting, varnish, or maintenance, 
is permanently beautiful and per- 


manently satisfactory. 


NATIONAL FIRE: PRGOFING:COMPANY 


General Offices: Fulton Building, Pittsburgh, Pa. 


ro, Builders Bldg. 
, Land Title Bldg.; Boston, T ile Bldg. 
ire Proofing Co. of Canada, Ltd., Toronto, Ontario. 


Branch Offices: New York, Flatiron Bldg.; Chica 


Philadely 
In Canada: National F 


The Only Concern in tbe World Making a 


Complete Line of Structural Clay Products 


z Company, 
ig, Pittsburgh, Pa. 


x-Tile Home Plans." 


me 


Clip and Send Coupon =‏ کے 


National Fire Prox 
307 Fulton Build 


end me the free booklet, “Te 


Se 


Na 
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QUESTIONS HOME 
BUILDERS AsK 


(Continued from Page 25) 


out the mortar joints. Let dry and 
apply two coats of cement mortar with 
waterproofing compound. Work up to 


three-quarters of an inch in thickness 


Do not refill the cistern until 


is proved water tight. If this corre 


tion is not sufficient, repairs must 1 
made from the outside. As to the safety 


of the water, that can only be detern 


һу making a chemical analysis 


QUESTION What can be wl 
stni pebbles off anc 
wall to look patchy Any i 
formati as to how it can be r 


paired. will be appreciated 
Knock it all off and start anew. This 
time with the product of a manufacturer 
who will guarantee that you will not have 
any such results. There are thousands 


of poor stucco s put on by men who 


did not know t 


eir busi 


iess, or of mate 
rials that were not made correctly. Now 
get good workmen and а guaranteed 
product of a reputable manufacturer, You 


will have a permanent wall finish 


Question: The woodwork іп the 
living portion of our house ts ivo 
in two different colors. I want it all 
golden oak. Ро I have to use an un 
der coater or what 


THE golden oak of course can only be 
obtained by removing the enamel and 
staining the wood below. To get th« 
proper golden oak finish it would have to 
be assumed that the wood is oak. When 
the job is done you probably will not lik 
it. This particular finish of oak is not 
desirable for residences. If you wish to 
change the color of your woodwork, w 
recommend vou have a new color varnish 
or enamel applied. If you wish stained 


woodwork use other stains than "golden 


oak 


QUESTION The f 


house is built of 


ram weter seeps through 


foundation 


st anything to elimi- 


trouble 


CLEAN down the walls of all loose dirt 


tc Patch up cracks and holes 


with portland cement mortar 


mortar, « 


Then ap- 


ply two coats of approved damp proof 


paint, of which there are any number of 
brands on the market. Plaster with on« 
ink thick portland cement mortar, If 
this does not correct the difficulty vou 


have to open the wall from the out 


install footing drains and appl 
waterproofing to the outside. If only a 
small amount of water is coming throug! 


now the first method gested will 


probably be entirely satisfactory 
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TAILORED HANGINGS 
For WELL DRESSED 


етот | NAPERVILLE NURSERIES 


NAPERVILLE, ILL. 


Phone: Naperville 1 Established 1866 


(Continued from Раде 9) 


Trees, Shrubs, Evergreens and Perennials 


four inch returns will need to be forty- 
eight inches long finished. Draperies are 


md Transplanted Stock for Landscape, Forestry 
our 


and Horticultural Projects. Ornamentals for 
Parks, Playgrounds. Cemeteries, Country 


certainly a tax on one's arithmetic. 
valance is to be box plaited or “pinch 


plaited” we should allow just double the 


length of the valance, so for our forty- | Clubs, Estate and Small Home Plantings. 
eight inch one we would need about one | 
hundred inches to allow plenty for adjust- A CARD WILL BRING OUR GENERAL CATALOGUE 


ing at the sides. A safe guide for the 5 А ү; 
depth of the valance is to make it about 275 Acres Devoted to Growing of Trees, Evergreens, Vines, 


one-sixth the length of the drapery. A Shrubs and Perennials 


six foot hanging would then take about 
a one foot valance. A little variation 


one way or the other makes for interest, 


but this gives us something to go by. plaits is the most particular part of cur- one-half inch plait is sewed down. Very 
The lining may be sewed in bv machine, tain making. Before amy sewing at all often the size of the plaits has to be 
stitching the valance on the 8 rong side 1% done the plaits must be pinned in and changed when we come to fit the valance 
along the top and bottom edges and then the size of the valance adjusted. A four to the window, but this is simple. 
turning it right side out. The ends can inch plait, the common size, means that Box plaits are very easy. For the pinch 
be turned in and finished later when it is We double back the cloth two inches. A plaits (see the illustration). after sewing 
all done. three inch plait, which is better for light down the material about four inches from 
The arrangement and planning of the weight materials, means that a one and the top, grasp the front of the plait about 


three inches from the top and pinch it into 


three small plaits. It is quite simple once‏ سو روځ Acc‏ س س 
one gets the idea. The fullness must then‏ 


"T =) Kernerator-equipped residence be adjusted to the top of the valance, the 
| 2 of Mr. Oscar Webber, Detroit. < ҖЕ? 8 
f - Leonard Willeke, Arch. idea being to keep the center fuller than 


the sides to give a rounded effect to the 
plait. The three small plaits should be 
sewed down by hand, attaching them at 
the back to the line of stitching that holds 


E'UeC = 
Ы ks the plait. You see at once that a row ot 


such plaits holds the fullness just where 
it is wanted. When each plait is nicely 
set and rounded the effect is beauti ful. 

А After the making, the hanging of our 
Away With Garbage Cans and Wagons! f draperies is of the greatest importance. 


No matter how nicely they may be made, 


With one sweep you can do away with these fly-infested nuisances 
with their reeking odors. Draw the Kernerator into the plans of 
your new home and you'll never have a putrid garbage wagon flat rods on the market today can be used 
parked about the premises— never agarbage can to walk to in all in many ways. Where there is a glass 
kinds of weather — no rubbish in attic and basement (cause of / : р 2 
75% of housefires)—no magnetforvermin and germ-laden flies 
—no garbage strewn over lawns by cats and dogs—no men- 


if carelessly hung the effect is ruined. The 


curtain with side draperies and valance 
to be hung, two rods instead of three can 


ace to children's health — no cans to buy or replace. г be made to do the work, if the glass cur- 
Drop all garbage and waste through the handy hopper door in or near tains are not made to draw By sewing 
the kitchen. Falling to the combustion chamber in the basement, it : 7 e s R 
is destroyed without odor by occasional burnings. The flames steri- j hooks to the drapery instead of rings 1t 
lize cans and bottles for removal with ashes. Our booklet, “The ау Т 3 t 
Se fary Elimination of Garbage and Household Waste”, free. / may be hung over the rod used for the 
KERNER INCINERATOR COMPANY glass curtain. 

(Offices in 89 Cities) I have found that perhaps the most sat- 


720 East Water Street Milwaukee, Wisconsin ERA е : 
isfactory and certainly the 1058 7 


sive way to mount a valance, or a drapery 
without a valance, on a lat rod is to sew 


THE CHIMNE Rodin سي سرب‎ to the back at the proper distance from 
Garbage and Waste Disposal masonry costs but the top every three or four inches pieces 
without Leaving the Kitchen, little more when : : 3 ies 

= = = regular chimneyis of tape or strips of the lining sateen, 


used. No upkeep 


sewing them top and bottom leaving room‏ دوه يي 


ed. Selected for enough for the rod to slip through easily. 
Home Owners x : E А died 

Institute Model After setting the rod in the bracket, adjust 
Homesin 3oprin- * à а 
cipal cities. the valance from the center, pulling it 


smooth and adjusting it at each end. The 
ends should then be tacked to the wood 
trim to hold them in place. The draperies 
should also be attached to the baseboard 
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ant 
Only the Finest 


TULIPS 


ELLIOTT'S 
TULIPS 
have been the 
pride of good 
gardeners for 


forty years, 


HE same soil 1 


sonable care that will give you ordinary flow 


the same rea- 


ers from ordinary bulbs, will give you superb 
and gorgeous flowers from Elliott bulbs. Why 


devote time and space to but the finest 


Giant May flowering Darwin and Breeder varieties, the 
Holland, and every individual bulb 
] perfect development This is what 
customers who place their orders early 


choicest grown 
chosen for size а 
we assure to ou 


before our annual lists are made up and our selections 
made 
Order Before July 1 

Ten truly al Tulips, two feet tall, blossoms often 314 inches across. Sure to grow, true to type 
lovely beyond description. 
Clara Butt—Delicate Salmon Pink Baronne de la Tonnaye—Vivid pink 
Euterpe—Mauve-lavender. Extra fine Bronze Queen—Buff and golden bronze 
Farncombe Sanders—Fiery scarlet Dream—Lovely delicate 6 
Pride of Haarlem—Deep old rose Faust—Velvety maroon-purple 
Madame Krelage—Pink, light bordered Glow—Deep glowing vermilion 


100 Bulbs 83.95 7 


of each kind) 


OTHER OFFERS—(Collection B) 250 bulbs, 


(Collection 


1: (Collection C) 1,000 bulbs, $35 


е We allow 5% discount for cash with order 
See our free Bulb Book. Order Now Pay in the Fall when Bulbs arrive 
Late orders are liable to disappointment 


BULB BOOK FREE 
ar. Interesti 


The Bulb Book of the y g, Complete, 
Helpful. Many suggestions for growing Tulips, 
Hyacinths, and other bulbs, indoors or out. Rich 
and lovely illustrations, many in natural colors. 
Send for it today. Get your bulb orders in on 
time 


10 Nursery Co. 


713 Марее Building - Pittsburgh, Pa. 


June 1928 


to hold the line from the top straight. 
These are the touches that show one 
knows how draperies should hang. 

A cornice board makes a nice finish for 
the top of a window, and is really very 
easy to make and mount. Molding enough 
for the front and two “returns” for each 
window is bought. These should be cut 
with a mitre at the ends fitted to the 
front piece. The cornice may be painted 
to match the draperies or like the wood 
work. It may be hung to the woodwork 
from eyes in the cornice dropped into 
long hooks screwed to the wood trim, or 
a flat strip of iron may be screwed to 
the- top of the wood trim and then to th 
cornice to hold it in place 


Not for the world would I intimate t! 


there is no work involved in the proper 


g of curtains and draperies. How 


ever, this will be only a spur to th 


лап with a real pride in having her 


n to our growing standard 


g Vo longer will she be 


ied with curtains that are just som 


s of cloth with rir 


them." Тһе knowledge 


sewed to 


too, that by doing 


them she is putting very much of herself 
into her home, makes them of far greater 


value than if they were done outside 


Tue Poor For А 
SMALL HOUSE GARDEN 


Continued from Page 11) 


clean. Eight inches of water above the 
crown is best for production of blossoms 
Full sunlight on the pool is very desirable 
Hardy waterlilies are planted from April 
15th to July 

The planting outside the pool, just 
along its margin, affords an additional list 


of plants not suitable to other locations 
where water features are lacking. In the 
illustration, the iris offers a happy water 
side planting, both the Siberian and Ger 
man varieties. The Early Dwarf Pumila 
Iris has been used and also the aquatic 
varieties of iris—Pseudacorus and Versi- 
color. Another plant, the Day Lily- 
Hemerocallis—is also at home at the 
water's edge. Lower plants creeping over 
the stone coping include Moneywort 
Lysimachia mummularis, White and Rose 
Moss—Phlox subulata, and Sedum acre 
Goldmoss 

In the illustration of the fountain, the 
joston Ivy has made a delightful show 
ing as it creeps up over the wall. This 
attractive vine often winterkills іп 
severe climates but if the roots receive 
ch 


year with its lovely tracery of finely col- 


some protection it will come back ег 


>q leaves 

A subsequent article will deal with 
general maintenance, winter care, and 
methods used to keep the pool clear and 


clean 


Walls that Let 
You Laugh 


at Fire 


ILE walls and partitions 

cannot burn. They make 
a home much safer. 7 
faithful protection ік prac- 
tically “everlasting. Dis- 
aster rarely visits a tile con- 
structed home. Insurance 
rates are lower. Yet tile 
walls cost no more com- 
pleted than walls made of 
materials which will feed a 
fire! 


Tile walls are beautiful, too. 
Stucco and plaster. stick 
tight to their smooth hard 
surface. If properly ap- 
plied, there is no danger of 

racking or crumbling. 
Dead air blankets in these 
walls keep a home warmer 
in winter and cooler in sum- 
mer. 


May we send you the illus- 
trated circular, “How to 
Use Denison Load-Bear- 
ing Tile”? Мапу small- 
home builders have found 
it valuable help. No ob- 
ligation—just write. 


ZEB ӨНЕ ې بې‎ СН نج‎ РЕЛӘ ESS eos PEA БЕН eee 


Mason City 
Brick & Tile Co. 


314 Denison Bldg. 
MASON CITY, IOWA 


PAINTED FINISHES 


For Froons 
By Marie HusLER 


OOD looking floors are practically a 
G necessity in the modern home. Their 
treatment supplies a foundation for the 
entire decorative scheme of a room. A 
well decorated floor emphasizes the beau- 
ty of rugs, draperies and other furnish- 
ings, while a homely one detracts im- 
measurably 

Attractive 


floors are no longer con- 


sidered a luxury, since they are not nec- 


essarily expensive. Artistic merit counts 


for more than costliness, and every type 
of floor can be brought within the de- 
mands of fashion. 

The decorated floor is by no means 
new, but is merely returning to fashion 
along with the charm and simplicity of 
the decoration. of this era. The vogue 
for early American cottage decoration 
has brought back the wide board floors, 
which are so easily adapted to a painted 
surface with an informal finish, such 


as striping or spattering in color. A 
stencil border is appropriate with Ameri- 
can Empire furniture, and there is the 
painted checkerboard design in black and 
cream, slightly formal in appearance, for 
the country house hallway. 

In choosing a floor finish it is neces- 
sary to consider the size of a room, and 
adapt the design to its scale. A large 
figured pattern in a small room produces 
a crowded effect, while a tiny figure in 
a large room is completely lost and with- 
out interest. А plain painted floor with 
а conventional design running parallel 
with the wall will not decrease the appar- 
ent size of a room, but a striking pattern 
will make a small room seem still smaller 
And а spacious room gains charm and 
distinction with the aid of an elaborat« 
floor pattern. 

A plain floor, without decoration, in 
some cases is desirable, but even then 
it can be attractively painted in a solid 


color suitable to the type of room. 


Greens, grays, and black, as well as brown 
(the once conventional floor shade) are 
widely used for the downstairs, with 
zayer colors such as yellow, blue or 
light green prevailing in the sun parlor or 
informal dining room. Delicate shades 
of coral, green, wistaria, pink and pale 
blue are lovely in bedrooms, and for the 
kitchen some color that does not easily 
show discoloration, 


One of the most individual treatments 


for a painted floor is the stenciled bor- 
der. There are a great many forma! and 
informal patterns to select from, but the 
of these is the Greek key 
However, 


most popular 
design. anv conventional pat- 
tern may be used, provided it is in har- 
mony with the general design and decora- 


tion of the room. The dominating lines 


Housekeeping Studio for Sesqui- 

Centennial Exposition, Philadelphia, 

reflects the charming hospitality of 
Colonial days 


birch — | | 
doors, floors and | 
veneer paneling ^ 2 


This birch paneled living-room in the 
T Dr. Shippen House, recreated by Good 


aseffectively employed in 
the room illustrated, im- 
part an atmosphere of 
restful charm and color- 
ful harmonious beauty. 


Wisconsin - Michigan 
birch has that quality of 
grain which reveals the 
artistry of wood in those 
intimate effects so much 
sought by architects and 
interior decorators. 

And, the marvelous new 
transparent stain finishes 
—that penetrate and de- 
velop the full richness of |2 
theattractivebirch grain 
— make it possible to 
have a delightfully differ- 
ent color for the wood- 
work of each room, in a 


es 

Б 

рым 

2: 
| wide range of shades and 
| tones that will satisfy the 


most conservative or 
ultra-modern taste. 
The nearly “mar- proof” 
hardness of birch assures 
a fine appearance per- 
manently. 


May we present you with all 
the facts? They are concisely 
stated in new “Beautiful 
Birch" brochure, with illus- 
trations of fine interiors by emi- 
nent architects. Free on request. 


С BIRCH MANUFACTURERS | 
227 Е. К. A. Bldg., Oshkosh, Wis. 


Pos at I Bire, h for. 


wide and wonderful 
varieties of beautiful 
architectural effects 
that can be had. 
Effects that only im- 
prove with age. Un- 
til you see how com- 
mon brick lends it- 
self to every style of architec- 
ture, you can have no concep- 
tion of its real value. 
"Homes of Lasting Charm" con- 
tains 120 illustrations of actu- 
ally-livedin common brick 
homes with complete floor plans. 
Send for it today. Note the 
other books offered in the cou- 
pon below 


Common Brick Manufacturers 
Association of America 


BRICK JU2180 Guarantee Title Bldg. 


CLEVELAND, OHIO 


LOOKS LIKE A 
525,000 HOME 


but see how much 
less it will cost! 


ЖҰ» 

Ж. house 42 
of common brick 

doesn’t cost half as 
much as you think 
it does. For prac- 
tically the cost of a 
frame house—you 
can have the same 
size house built of brick. It will 
look twice as expensive and even- 
tually will be worth twice as 
much. 

The cost of lumber is not the 
cost of building. The first time 
you paint, the difference in cost 
of frame and brick almost dis- 
appears. Each painting there- 
after only adds to the original 
cost. So for the cost of a few 
cans of paint you can have a 
real brick house that will be- 
come more beautiful 
each year. Over and 
above the economy of 


Trust District Associarios Orrices 
AND Brick MANUFACTURERS Every- 
wurre Are AT YOUR SERVICE 
112 W. Р! 
1420 Walnut S 

524 Fourth Ave. 


Nonrotk, МА 
PHILADE 
PITTSBURGH 
Rausch, М.С қ ٩ 
508 Commercial Nat'l Bk. Bldg. 
Rocuester, Р. O, Box 773 
(New York State Dı 
Sarr Laxe Crry 301 At 
Srarriz, W asn. 913 Arc 


forever 


PREFERRED BY ARCHITECTS 


TAMPS TO NEAREST 


25c 
15c 
/ 10c 
5c 
nd Esti 
25c 
Fire- 


25c 


common brick are the 


Tuese District Association Orrices 
AND Brick MANUFACTURERS Every- 
WHERE Are AT YOUR SERVIC 
Boston 11 Beacon Street 
CHICAGO 605 Builders Bldg 
Cu мр--Оно ASSOCIATION 
2124 Guarantee Title Bldg. 
DENVER 1735 Stout St 
Derrorr . 400 U. S. М e Trust 


Нлатғокр 
New Овівама, La 
Canal Bank Bldg 


New Үовк С 
1716 Grand Cent. Terminal 
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of a stencil should be horizontal, but to 
this there are a few possible exceptions. 
For example, a bedroom might be dec- 
orated with a corner pattern of flowers, 
or something similar in line and equally 
attractive 

The size of the stencil must be in pro- 
portion to the size of the room to be 


decorated. It is generally placed from 


eight to eighteen inches from the wall, 
depending on the dimensions of the room 
and the 


of decoration is 


width of the design. This type 


very easy to work with, 


but care is needed in order to space cor- 


rectly and match the design. The best 


way is to mark off the border with a 


faint chalk line, which may be easily 
erased and an error in spacing corrected. 


Where 


ures the real difficulty comes in matching 


the design is a succession of ñg- 
up at the end. A good plan is when five 


lengths from the end to measure the 
remaining space, and if the stencil does 
not come out evenly a gain on each of the 
five transfers must be made 

The stencil should be held with the left 
hand, or kept in place with thumb tacks 
or gelatin In applying the paint 


the brush is held at right angles to the 


paste. 


wall and tapped rather than brushed over 
the stencil, so that the paint will pene- 
trate to the 
floor. It is important to keep the back 
of the transfer clean of paint, so that the 
floor smeared, 
edges of the design blurred. 
transfer 


through the stencil holes 


will not become or the 


After each 
the pattern should be wiped 
ean, using benzine whenever necessary. 


An effective 


way to decorate wide 


oard floors is by means of striping with 


a narrow line of a contrasting color along 


ıe joinings, The rugs used on this type 


of floor, as with any decorated floor, 
should be solid in color, in order not to 
clash with the general scheme. 

In older houses, where the wide board 
floors are in poor condition the spatter 
finish is both effective and artistic. The 


floor first of all should be cleaned with 


warm water and ammonia, and bleached, 
with 
crystals and water. 


if necessary, a solution of oxalic 
After a crack filler 
wood filler if 
the wood is open grain, the floor receives 


has been used, or a paste 


three coats of paint. When the final coat 
is dry the first spatter color is applied 
by dipping an ordinary scrubbing brush 
m paint and scraping the bristles with 
a table knife, which forces the contrasting 
color to spatter. The remaining spatter 
colors are applied in the same way, with- 
out waiting for the first to dry. If the 
floor has been given a flat finish, either 
gloss or flat paints may be used for spat- 
tering, but where the ground coat is gloss 
the spatter be flat. This 
treatment results in a soft finish which is 


colors must 


appropriate for almost any room. The 
application of a final coat of varnish will 
protect the paint and make cleaning 
CASICT. 
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be most interesting. Recently there has 
been shown in linen departments attrac- 
tive linen roller towel material in colored 


patterned stripes which would make color- 


ful runners for a breakfast table. Ап- 
other possibility for adding color is mak- 
ing slip covers for the backs and seats 
of the chairs in some of the new ging- 


ham material. These cannot help but be 
cheering if the color and pattern are well 
chosen. 

A few suggestions for window treat- 
ments may be helpful in а dark kitchen. 
Substituting shades of a firm grade of un- 
bleached old dark 


shades adds considerable light and they 


muslin for the roller 


тау be easily washed if the roll is run 


through a casing and held on with thumb 


tacks. Cut the muslin the width of the 
old shade, turn the edge over once and 
finish flat with two rows of stitching. The 
bottom may be trimmed іп any way de- 
sired, and have a narrow casing for the 

stick which holds it straight. 
Dutch casement curtains are very satis- 
factory when the next door neighbor's 


house is very close. These consist of two 


pairs of short curtains, The upper ones 


may be pushed way apart to admit all 


the light possible, the lower ones drawn 
together to screen the view 
Floor coverings as near earth or ground 


color as possible show tracks less than 
light colors and are best to use where 
there are children and the kitchen is a 


thoroughfare. Battleship linoleum may be 
used on other places besides the floor, If 
a plain color the same as the wall color 
is glued on to the top of the shelves and 
finished with a metal stripe around the 
edge and then waxed, it is noiseless, easy 
to care for and attractive. Egg shell or 
flat finish paint for walls and woodwork 
is much softer but harder to keep clean 
than a gloss finish. A thin cooked starch 
paste painted on the walls with a white- 
wash brush while warm and then wiped 
off when dry with a sponge and warm 
water is the most satisfactory method of 
cleaning. This will not clean very greasy 
walls, however. 

It takes a vivid imagination to visualize 
a complete color scheme for any room 
in a house and many women are afraid to 
venture. A very simple method may be 
tried, however, that may stimulate ideas. 


in colors 


Select pieces of material you 
think you want, cut to a small scale in 
approximate amounts and assemble to- 


gether. The large pieces would represent 
the floor covering and walls, then next the 
woodwork; small bits will represent the 
small amounts accenting colors as strong 
blues, red, etc., that might be used in the 
curtains, stripes on shelves or decorative 
bits of pottery. The more colors used in 
a room as a general rule, the more inter- 
esting it is, but it also requires a much 
broader knowledge of color value and in- 


tensities to do it well 


IS BEST FOR YOU! 


SYSTEM 
cured ourheat- 
ing troubles” 


Sip Evelyn to Elinor: 


“It keeps the house so nice 


And last 


But that's all over now, 


“And we've lots of coal left 


too—Tom says Thrush System 
saved more than it cost in fuel 
alone, 

relief it 
eling coal and pu 
all day long as I had to do be- 
fore! 
. and we haven't had a single 
bad cold, either. 
for Thrush System all right. It 
сап be put right on your old hot 
water heating plant with very 
little cost. 
yo 
plu 
your house? 


+ + mot to mention the 
to me not to be shov- 
ching the fire 


I’ve felt so much better. . 


I'm thankful 


Why 
ask Mr. Jon 


er, about one for 


It maintains a 
mild summery 
warmth that is 
most enjoyable 
and healthful. 


“ 


‘THRUSH 


“Really, my dear! You 
wouldn’t know it was the 
same heating plant since Tom 
had Thrush System put on! 


and warm—all thru those cold- 
est daysit was lovely! 
year, my dear, you know how we 
shivered and hugged the radia- 
tors, 


OF HOT WATER HEATING 


HOT WATER HEATING 


THRUSH INSTALLATION 
EFFICIENT and ECONOMICAL 


Thrush System may be quickly install- 
ed on any “gravity” hot water heating 
plant, old or new, to convert it into an 
automatically controlled “pressure” 
system with increased circulation and 
reduced fuel consumption. 


fi) H.A.Thrush & Co. 


Peru, Indiana 


Send the Coupon Now! 
H. A. Thrush & € 
Dept. D., Peru, Indiana 


Send booklet, **Which Heating Plant 
*', without obligation. 


Address 
Му Heating Сопіт. 


VENTURES IN COLOR Іх THE KITCHEN 


( Continued from Page 12) 


pans and jugs and bottles were out where 
they could be seen and though they are 
most utilitarian, there is also a beauty in 
their shapes and coloring. They are the 
tools of the profession and not to be de- 
spised. If you can do nothing else to 
make it interesting, put up a shelf and 
paint vour supply cans a gay color, Jam, 
ginger, and marmalade jars, or the old 
bean jars and cooky crocks are useful 


A bit of 
wandering jew in the kitchen window adds 


and can be quite decorative. 


interest, as does a bowl of fruit, or even 
a basket of vegetables. 

A breakfast corner in a kitchen is an 
excellent opportunity for adding color 
The painted furniture harmonizing with 


the walls or woodwork and striped with 


the color used inside of the cupboard may 


shelf 


use sheer voile in nasturtium yellow and 


with soft green. For the curtains 


trim with the shade of green used on the 


edge of the shelves and a very small 
amount of brick red. If the brick red 
seems too warm for the floor, use one 


of the warm brown tile patterns and have 
the woodwork and walls a deep ivory. 
Paint the bevelling of the cupboard panels 
orange. For curtains use very gay prints 
or chintz in orange, blue, violet and green, 


and push back to allow all the light pos- 


sible. 
To many women a kitchen where 
everything is out of ht is the acme of 


It is 
but 


perfection. easy to keep clean and 
to be 


said for the oldfashioned kitchen and the 


in order, there is something 


revival of the Colonial, for there pots 6 


د 
— 


ШЕ сАвртізі FR E 
Cool Nights in Hot Weather 


Residence of Harry W. Rubloff, Glencoe, Illinois 


W. D. Mann, Architect. Cabot s Quilt and Stained Shingles Used. 


When you plan your summer home, insulated with Cabot's Quilt, will pro- 


give comfort the right of way. tect you against the heat, and always 
A roof, red-hot after a long day under give you 

the sun, will spoil the comfort of any Cool Nights in Hot Weather. 

sleeping quarters Simply apply Cabot's Quilt between 
A roof, quickly, easily and cheaply the rafters. 


Cut the Ccupon below (Roll of Quilt) and send it in today 
for full Information on Quilt. 


Cabot's Quilt 


IN SUCCESSFUL USE FOR OVER 30 YEARS 


Incorporated 


MAU Mille Street, Boson, Mi 


Offices а 
ary 


AnAttractive Built-in 
Feature 


Why tolerate the old-fashioned, incon 
venient, rust-collecting, outside mail box? 
The Mailo-Box costs so little, and adds so 
much in beauty and convenience. There are 
styles for every type of home. Beautiful 
finishes. Priced $4.75 to $12.00. Write us 
for information and name of nearest dealer. 


PENN-GREG MFG. CO. 


807 University Ave. St. Paul, Minn. 
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CoLoR AND TEXTURE 
Give LIFE AND 
Harmony To 
Exterior WALLS 


\ NY material which is to please the 
eye must have two qualities taken 


tion. These qualities are 


into consider: 
color and texture. This principle applies 
equally well to clothing, interior decora- 
tion, printing and stucco finishes. 

There has been a tendency in the past 
to favor stucco walls of one-tone. Why 
this tendency should have grown or even 
started is difficult to say, since single 
tones without the variation of lights and 
shades are unnatural, The charm of 
natural landscapes would be lost were it 
not for the different textures caused by 
the fields of grain, forests or grass lands 
The sea is most interesting when there 
is sufficient breeze to ripple the surface, 
thus accentuating the value of depth and 
tone. No artist would think of painting 
a picture unless textural values were tak- 
en into consideration, for his picture 
would be flat and uninteresting. For the 
same reasons the exterior of a house, to 
be truly pleasing in appearance, demands 
the use of textures and colors which will 
harmonize with the architectural style 

The newer stucco effects reflect a 
generous use of colors. There is, and 
has been in the past few years, a decided 
change taking place in the design and in 
the color treatment of American homes. 
Color in surfaces is now chiefly secured 
by the addition of mineral pigments which 
are mixed by grinding, although colored 
aggregates are often used. The former 


method makes available a wider variety 


of colors, especially in the more pro 
nounced tints. 

Stucco is also rich in the variety of 
textures which may be produced. It is 


possible to have a dull finish if that is 


wished, but it is easier to have a varied 
surface with high lights and shading. 
The textures are in the main produced by 
variation in the movements of the trowel 
or other smoothing instrument іп the 
workman’s hands, and some of the most 
artistic surfaces have been produced 
without the use of tools of any kind ex- 
cept the hands of the workman which are 
encased in rubber gloves or sheepskin 
mittens for protection 

Within the past decade, home owners 


have begun to realize that those thing 


which bring satisfaction and happiness 
can be built into the modest dwelling as 
well as into the more expensive one. Тһе 
ultimate artistry of a design and its most 
successful rendition can be accomplished 
only when the three factors of appearance 

-form, texture and color—are artistically 


halanced. 
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Homes Shown In This Issue 


Price List and Outline 
of Service 


Minor changes in plans to meet in- 
dividual requirements will be han- 
dled by our expert draftsmen for a 
nominal fee based on the time in- 
volved. We will be glad to suggest 
also a number of local architects 
whom vou can consult before and 
during the construction of vour 
house. Remember that Bureau 
plans and specification are your as- 
surance of sound and economical 
construction if followed closely. 
The fee for complete service is 
$6.00 a principal room, plus 50 
cents for packing and postage. 


= purchase of Architects’ 
Smali House Service Bureau 
plans includes all necessary docu- 
ments—three sets of blue prints 
covering all elevations and details, 
three specifications, three quantity 
surveys, and two forms of agree- 
ment. One complete set of re- 
versed drawings may be obtained 
without extra charge if your lot de- 
mands the opposite arrangement 
of rooms from the original plan. 
Our technical staff is at your 
service and will give unbiased ad- 
vice on any question you may ask. 


PRICE OF PLANS IN THIS ISSUE 


Order From Price 


$24.50 
‚ 24.50 


20 Northwestern Division 
20 Northwestern Division 
20 Northwestern Division -- 24.50 
20 Northwestern Division .... -- 24.50 
13 Northwestern Division ... 30.50 
22 Northwestern Division 30.50 
Division = — ÀÀ ١-8 
14 Mountain Division 一 3050 
18 Atlantic Division ..... يتسه‎ 7 


Plan Мо. Page No. 
4-A-21 
4-A-22 
4-A-23 
4-A-27 
5-A-60 
5-A-59 
5-B-20 
5-B-39 
6-F-10 


26 Mountain 


6-G-3 16 New England Division.............................. 36.50 


19 Potomac Division مه‎ тес 7 
7 Central Division .............. ال ج‎ 


6-H-12 
6-K-22 


Plans on Approval for Local Cost Estimate 


time in transit) and we will deduct a 
charge of $5.50 from your deposit, return- 
ing the remainder to you. 

If the drawings or other documents are 
worn, soiled, or pencil marked we shall de 
duct also а small charge for replacing 
these; as follows: blue prints, $3.00 à set; 
specifications, $1.00 each; quantity survey, 
$2.00 each; forms of agreement, 15 cents 
each. 

Make checks p ble to The Architects" 
Small House Serv Bureau. Order plans 
from the Regional Service Bureau which 
produced the plan you like. For address 
see list below, 


To make it possible for the prospective 
builder to have complete costs figured un- 
der local conditions without the necessity 
of keeping plans which may prove more 
expensive to build from or less so than 
the builder wishes, we make the following 
offer: 

Plans may be obtained on approval for 
fifteen days, by sending us your check for 
the full amount of the service fee. If you 
retain the drawings your check is accepted 
as payment in full. 


If, for any reason, however, you decide 
not to build from the plans selected, return 
them within fifteen days (not counting 


Regional Service Bureaus 


Nortn Paciric Division, Inc. 
Northern Life Building 
ttle, Washington 
ATLANTIC Division, Inc, 
Room 834, 250 Park Ave. 
New York City 
Potomac Division, Inc, 
230 Fifth Avenuc 
Pittsburgh, Pennsylvania 


202 


Se 


Sovtu CENTRAL Division, Inc. 
625 Locust Street 
St. Louis, Missouri 

New ENGLAND Division, Inc. 
104 Boylston Street 
Boston, Massachusetts 


NORTHWESTERN Division, Inc. 
1200 Second Avenue South 
Minneapolis, Minn. 

Mountain Division, Inc. 

1107 Stout Street 
Denver, Colorado 

NORTH CENTRAL Division, Inc 
Room 813 Goldsmith Bldg. 
Milwaukee, Wisconsin 

Lake Division, ٢ 
151 East Market Strect 
Indianapolis, Indiana 

CENTRAL Division 
7 West Madison Strect 
Chicago, Ill. 


The Architects Small House Service Bureau 
of the United States, Inc. 


1200 Second Avenue South, Minneapolis, Minn. 


NATIONAL HEADQUARTERS 
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Your Home 
and the 


Part We Play 


The Architects’ Small House 
Service Bureau is a professional 
organization set up to protect your 
interests. Realizing the need of 
supplying the small home builder, 
who, for any reason, is unable to 
employ an individual practicing 
architect, with some of the pro- 
fessional advantages enjoyed by 
builders of large homes, leading 
architects from cities all over the 
United States associated to form a 
Bureau which would make this 
help generaly available. The Ar- 
chitects’ Small House Service Bu- 
reau is a public service body oper- 
ating under the control of the 
American Institute of Architects 
and with the endorsement of the 
United States Department of Com- 
merce. 


By taking advantage of Bureau 
service you are benefited in at least 
three major ways: 

1. You are assured that your 
home will be in good taste and of 
correct architectural design. Its 
appearance will reflect character at 
all times. 

2. Economical planning and ef- 
ficient arrangement of space are 
vital in the small home. A Bureau 
design guarantees you this. Your 
home will be comfortably laid out 
—it will be made livable, attrac- 
tive, without extravagances. 

3. Sound construction insures 
minimum depreciation and upkeep. 
Bureau specifications if followed 
by the contractor will protect your 
investment. Moderate cost is 
maintained without false econo- 
mies or dangerous savings. Hold 
your builder to specifications and 
when in doubt consult a local 
architect. 

Write the Bureau about your 
problems. 


Architects’ Small House Service Bureau 
of the United States, Inc. 
1200 Second Avenue South 
Minneapolis 


Trade Mark Registered 


CONTROLLED BY 
THE AMERICAN INSTITUTE OF ARCHITECTS 


ENDORSED BY 


THE UNITED STATES DEPARTMENT OF COMMERCE 


June 1928 35 


PLASTER REVEAL IS GOOD TASTE 


vw am ж-- 


Mitcor EXPAN 
CASINGS, zg 


Milcor Expansion window 
casings are available in 4 
profiles suitable for all Оре 
of interior decoration. They 
cost less than solid wood 
trim and effect considerable 
Savings ti erection costs. 


Ne) Dia. "nm Ra‏ د 
pu -‏ هچ سا ч‏ 


YOU save money ... and you get more beautiful, mod- 
ern room interiors with plaster reveal window open- 
ings when they are constructed with Milcor Expansion 
Casings. The expanded metal wing of this casing pro- 
vides a means for a close, permanent bond at the junc- 
tion of the plaster and casing . . . this positively prevents 
cleavage cracks and is a patented exclusive Milcor feature. 


A valuable book, ' Modern Modes in Better Plaster- 


ıng,” will be vent free upon request. This 6 
book will give you the best thought of the day 
concerning plaster finishes and wall construction. 


MILWAUKEE CORRUGATING COMPANY - MILWAUKEE, WISCONSIN 


THe 5маі. HOME 


Artistic FINISH WITH 
Етоовв Or CEMENT 


Too actual experience it has 
been found that in the construction of 
floors any one of the popular types of 
covering can be applied successfully over 
The chief difficulty to- 


day is to choose from among the wide 


a concrete base. 


variety of attractive floor finishes avail- 
able to home builders. 
Where finish 


the floor surface, any type of hardwood 


a wood is desired for 


flooring such as maple, birch, beech or 
oak тау be used. The flooring is nailed 
to wooden strips embedded in the con- 
crete or secured to it with special floor 
clips. is common 
The 


safe character of construction that results 


This type of covering 


in living and dining rooms. fire- 


from the use of the concrete slab is not 


impaired by these standard finishes of 
wood. 
Following the modern vogue for color, 
other concrete floor coverings such as 
linoleum, cork or rubber are frequently 
employed. Linoleums of plain, inlaid, 
jaspe or embossed character may be used. 
Rubber floorings are also to be secured 
in many attractive and artistic color com- 
binations, and may be laid either in sheets 


or as t 


Coverings of this general type are 


cemented or pasted to the concrete over 


the entire surface. Specifications for the 


preparation of t surface and instruc- 


tions for laying are furnished by the 


manufacturers, and should be followed 


carefully. 


In the group of hard surfaci 


gs аге 


terrazzo, the ceramics and marble mosaics, 


slate, concrete tile and 
floor 
regular marble or granite fragments cm- 


bedded 


smooth, 


art marble. A 


terrazzo finish is a surface of ir- 


in cement mortar and ground 
Mineral pigments are frequent- 
ly added to the mortar to produce a de- 
sired tone. Ceramic tiles in many colors 
are found in hallways, sunrooms, dining 
and bath Slate, laid in 


ar patterns, then waxed and pol- 


rooms rooms, 


irregul 


ished, is very pleasing. 
A finish recently successful is one that 


develops beauty and character in the sur- 


face of the concrete slab itself. Such a 
floor is obviously economical, and by 
many it is considered most beautiful 


Тһе method involves several processes, in- 


cluding the use of mineral pigments, 


stains and chemicals to develop color, 


oiling, waxing and polishing. 

The surface coat of the concrete floor 
is often marked off into squares or other 
When 


ored in tones of dark red, green, brown 
or other 


patterns resembling tiling. col- 


desirable colors, subsequently 
treated with oil and filler, then waxed like 


hardwood, concrete floors assume the rich 


effect of old Spanish leather. 


asphalt shingles made. Winthrops do not 
curl, rot, split, crack, rust, nor saw 
through their nails. They bear the Class 
C Label of Underwriters’ ratorie 

Winthrops are m in a score of non 


fading colors—all natural colors of slate 


Write for Samples 

Most good lumber dealers sell Win 
throps but we will send you a complete 
set of full size Slatefleld Blend samples 
free. Ask for Bulletin A-19 and say, too 
whether you wish the sa A free 
ample also of 5 Felt if 
you are interested Write 
today 


BECKMAN-DAWSON 
Roofing Company 


223 West Jackson Boulevard 
CHICAGO, ILL. 

at Chicago, Detr 
Locky а 


Winthrops, 
ingeniously laid, 
produce strikingly beautiful roof 


T DOESN'T require the colors of 

Slatefield Blend—heather blue, heather 
green and purple—to show that this is a 

itiful roof, devised by Rowe, Dillard 
& Rowe, Chicago arehiteets, for the Fisk 
Filling Station in Park Ridge, Illinois 
About 20% of the Winthrops used on this 
roof were cut on the job to quarter, third, 
half, two-third and three-quarter widths. 
The shingles were then laid, without any 
spacing, with from one-half Inch to five 
and a half-inch exposure. 


Further distinctions were gained һу 
bunching the shingles up on the ridge, it 
self unusual because of its ancient look- 
ing sway, and by giving a graceful curve 
to the valley 


The result is a roof of beautiful distine 
tion and one that harmonizes with the 
brick, stucco and timber of the structure 

And this roof is as good ax it is dif 
ferent. The thick butts of the Winthrops 
ive double the wearing thickness where 
exposure comes and add attractive sl 
lines, Winthrops are the only 


Tapered Asphalt Shingles 


W uar Is WRONG WITH ONE Or THESE Houses 


( Continued from Page 22) 


the second house. In small houses archi- 


tects generally strive to make the house 


appear broad and low. Anything which 
emphasizes this effect 1s desirable 

Corners. The intersection of the siding 
at the corners of one house is contrived 
by mitering the joints, a method which re- 
quires good workmanship and a little ex- 
tra time. In the second house the corners 
This 


is a slightly less expensive method, but 


are finished off by corner boards. 


not as interesting and attractive a finish 


as the former. 


upward just high enough to seem unhap- 
pily stilted. The large blocks in this foun- 


dation, too, seem out of scale with the 
house 

Exterior Finish. Both houses аге fin- 
ished in wood siding, wide on one, nar- 
For this 


foundation to 


row on the other. reason the 


number of courses from 


cornice level, also in the gable ends, varies 
greatly in the two houses, giving an ap- 
parent variation in height and breadth. 
That finished in wide siding, having fewer 


courses, seems lower, more intimate than 
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Special Information Service 


Your opportunity to build a complete reference file on all subjects 
that will require your decision 


HE building of a home involves the selec- There is but one source of information to 
tion of many different materials, many types which the home builders may look for late news 


of equipment, many items of home furnishing. on products and services and that is the manu- 


You will naturally want to be ina position to facturer. The Architects’ Small House Service 


make most of these decisions yourself. Bureau as a special service will act in your be- 


You will want your home to be up-to-the-min half and will secure for you the latest booklets 
ute іп every respect—to include the latest im- published by the most reliable manufacturers 
provements in materials, methods, and modern covering any of the subjects which you check. 
conveniences, You will take considerable pride І 
also when your home is completed in having Build a reference file that will permit a thor- 
"discovered" new devices that will save time. ough study of facts before vour purchases are 
labor, space, or expense made 


Г] Awnings O Heating, Oil Burners Г] Roofing, Composition 
لا‎ Bath Room Acesrs O Heating, Steam لا‎ Roofing, Metal 
[] Brick [] Heating, Vapor O Roofing, Slate 
O Casement Windows, Metal [] Heating, Warm Air Roofing, Tile 
Г] Cement [] Insulation Г] Roofing, Wood Shingles 
لا‎ Closet and Wall Beds ] Interior Decoration [] Screens & Wire 
Г] Clothes Posts Kitchen, Cabinets [] Sewage Disposal 
O Elec. Household Appliances Kitchen, Dishwashers [] Sheet Metal Work 
O Elec. Washing Machine Kitchen, Elec. Ranges Г] Shingles, Wood for Side Walls 
] Elec. Wiring Kitchen, Elec. Refrigerators O Steel Bridging 
[] Fencing Kitchen, Gas Ranges 口 6 
| Firepl. Ассѕгѕ, 1 Kitchen, Miscel. Equip. 21 Stucco 
Г] Floor Covering, Linoleum Kitchen, Refrigerators Г] Temp. Regltrs 
لا‎ Floor Covering, Rugs & Carpets Г] Landscaping & Planting لا‎ Tile, Fireplace 
لا‎ Flooring, Composition Г] Laundry Equip. [] Tile, Hollow Bldg 
[] Flooring, Tile O Light Fixtures [] Tile, Ornamental 
] Flooring, Wood 21 Lumber O Tile, Wall & Floor 
[] Flue Lining O Metal Lath [] Ventilation 
Furniture O Millwork, Built-in O Wall Board 
[] Garbage Disposal 口 Millwork, Woodwork & Doors Wallpaper 
[] Garden Tools لا‎ Paints & Var. Г] Waterproofing 
Garage Acesrs. Plaster Г] Water Heaters, Electric 
[] Glass Г] Plumbing, Fixtures O Water Heaters, Gas 
[] Hardware Plumbing, Materials [] Weatherstrips 
لا‎ Heating, Hot Water O Porch Shades Г] Window Frames, Wood 
O Heating, Radiators لا‎ Radio Equip. [] Window Shades 
Heating, Radiator Covers ] Roofing, Asbestos [] Wro't Iron Work 


CLIP THIS PAGE AND MAIL ІТ IN TODAY 


Architects’ Small House Service Bureau of the U. S., Inc., 
1200 Seccnd Ave. South., 
Minneapolis, Minn. 


Expect to build Have selected plans 


(State when) (Give size and style of home) 
Have started building Home was completed 


Interested in building but plans still indefinite 


NAME ... 
ADDRESS 


(SEE REVERSE SIDE) 


TO MAGAZINI 


AMAGE 


WITHOUT D 


N 


THIS 


ФЕ CUT ALONG 


MAY 


THIS PAGE 


THE SMALL Home 


BEFORE You BUILD READ THESE BOOKS 


These books may be obtained directly from the companies listed—or you may 
check several and we will have them forwarded to you. 
SENT FREE UNLESS PRICE IS QUOTED 


Millwork —Woodwork and Doors 

"Beautiful Birch for Beautiful Wood- 
work." Тһе Birch Manufacturers, 
F. R. A. Building, Oshkosh, Wisconsin. 

Literature on interior and exterior 
woodwork by The Curtis Companies 
Service Bureau, 635 Curtis Bldg. Clin- 
ton, Iowa. 

110061 Composition 

Winthrop Tapered Asphalt Shingles 
Write for Bulletin A-6, Beckman-Daw- 
son Roofing Company, 223 West Jackson 
toulevard, Chicago. 


Roofing —Slate 
Write for descriptive pamphlet "XX," 
Vendor Slate Company, Easton, Pa. 


Roofing— Wood Shingles 
Cabot's Stained Shingles and Creosote 
Shingle Stains. Booklets will be sent by 
Samuel Cabot, Inc., 141 Milk St., Boston, 
Mass. 


Shingles—Wood for Side Walls 
Cabot's Stained Shingles and Creosote 
Shingle Stains, Booklets will be sent by 
Samuel Cabot, Inc., 141 Milk St., Boston, 
Mass. 


Stains and Dyes 
Cabot's Stained Shingles and Creosote 
Shingle Stains. Booklets will be sent by 
Samuel Cabot, Inc., 141 Milk St., Boston, 
Mass. 
Steel Bridging 
literature on Duplex Steel 
the place of wood 
Steel Company, 


Complete 
Bridging to take 
bridging. Genfire 
Youngstown, Ohio, 

Tile—Hollow Building 
on Denison Matt Faced Tile 


Mason City Brick & Tile 
Mason 


Сігешіг 
Construction. 
Company, 314 Denison Building, 
City, I 

“Tex-Tile Home Plans,” National Fire 
Proofing Company, 3 Fulton Bldg.. 
Pittsburgh. 


Waterproofing 
Complete literature on waterproofing 
foundations and basement walls, Genfire 
Steel Company, Youngstown, Ohio. 


Water Heaters—Electric 


Write for booklets describing Sepco 
electric water heaters, Automatic Elec- 
tric Heater Company, 1505 Race St. 
Philadelphia, Pa. 

Weather Strips 

“Chamberlin Details for Wood Sash 
and Doors" and other information will 
be sent by Chamberlin Metal Weather 
Strip Company, West Lafayette Blvd. 
Detroit, Mich. Also a free estimate for 
weather stripping your home. 


Window Frames — Steel 


Write for information on steel sash, 
Genfire Steel Company, Youngstown, 
Ohio 

Window Frames— Wood 

“What About Your Window Frames 


complete catalogue of frame details and 
specifications, and “Casement Window 
Fram ” Andersen Lumber Co. Dept 
H-4, Bayport, Minn. 


Heating—Warm Air 
Booklet describing six sizes 
furnace adapted to houses o 
by the He Ww і апа 
Сотрапу, 1 
cago, Ill. {eating plans and estimates 
furnished free upon submission of sketch 
of house. 


of pipe 
all sizes 
Ventilating 


Insulation 

"Build Warm Houses," Samuel C 
Inc. 141 Milk Street, Boston, Mass. 
ples of Cabot's Heat-Insulating Quilt 
will also be sent on request. 

"House Comfort That Pays for Itself." 
Wood Conversion Company,  Cloquet 
Minn. 

Kitchen Electric Refrigerators 

“Herrick Refrigerator Recipes,” and 
booklet describing Herrick models 
for ice or electric refrigerators, outside 

els, and water cooler models. 
k Refrigerator Co., 1102 River 
Waterloo, Iowa. 

Kitchen— Ventilators 
ight page booklet describing 
the new and improved built-in Ilgair 
Kitchen Ventilator with cabinet, ex- 
haust fan, automatic shutter, and all 
necessary hardware, Ilg Electric Ven- 
tilating Co., 2860 North Crawford Ave.. 
Chicago, Ill. : 1 

Landscaping and Planting 

General catalogue on trees, shrubs, 
evergreens, and perennials, Naperville 
Nurseries, Naperville, Ill. 

The Bulb Book of the year. Many 
suggestions for growing tulips, hya- 
cinths, and other bulbs, indoors and out. 
Elliott Nursery Co. 713 Magee Building, 
Pittsburgh, Pa. 


Street, 


Forty 


Lumber 
"California Redwood, Its Uses, Appear- 
ance, C acteristics and Physical and 


іп Comparison 
edwood Home 
Architects"; “Red- 
and Week End 


Mechanical Proper 
with Other Wood 
Plans by Californi 
wood Mountain Cabins 


Cottag "Redwood for Better Farm 
Structure California Redwood Asso- 
c ion, Dept. 404, 24 California St., San 


ncisco, Calif. 

Write for information on packaged 
and guaranteed lumber, Weyerhaeuser 
Forest Products, St. Paul, Minn. 

Mail Boxes 

Cireulars and information on Тһе 
Mailo-Box to be built into the wall. 
Penn-Gregg Co., 807 University Ave., St. 


Paul, Minn. 

Metal Lath 
Complete literature on metal lath. 
Genfire Steel Company, Youngstown, 
Ohio. 


Fr 


"Modern Modes in Better Plastering":, 


"The Milcor Manual, a technical data 
book; "Milcor Safe Roofs"; “МіПсог Stove 
Pipe and Fittings, Furnace Pipe and 
Elbows, Catalog No. 25"; "Milcor Metal 
Ceilings and Sidewalls, Catalog No. 35,” 
enone Corrugating Co., Milwaukee, 

is. 

Full information and booklets. Wheel- 


ing Corrugating Company, Wheeling, 
W. Va 
Millwork—Built-In 
Write for the new book on Curtis 


Cabinetwork, Curtis Companies Service 
Bureau, 837 Curtis Bldg., Clinton, Iowa. 


SPECIAL INTRODUCTORY OFFER 


The “Scrap Book of Homes" With 10 Months Subscription to 


Both $1.00 


chapters 
7 If you are a suh 


۷۱231 5 


папсіпш, etc. 96 pages and cover—7 


THE SMALL HOME Magazine, 


New plan book featuring 70 selected house designs with floor plans and complete descriptions 
on Selecting the Lot, Home 


Brick 


‘The Story of Brick,” FREE; “Face 


Brick Bungalow and Small House Plans,” 
four 5 


booklets showing 3 to 4-room, 
room, and 7 to 8-room houses, 
entire set $1.00; “The Home of 
, 50c; “A New House for the Old,” 
American Face Brick Association, 
71 City State Bank Bldg., Chi I. 


"Brick—How to Build and Estimate 
25c; "Homes of Lasting ( * (120 
plans), 25e; “Skintled Brickwork,” 15c; 
"Farm Homes of Brick,” 5e; "Farm 


k," 5e; "Multiple Dwell- 
10c; "Brick Silos," 10c; 
f Reinforced Bric 
't of the Home 


(Fireplaces and how to build them), 25с; 
"What's in the Wal ' FREE; “Why 
Should a Builder Build Brick Homes," 
FREE; BUILDING ECONOMY (Monthly 


magazine), 10с a copy, $1.00 a year. Тһе 
Common Brick Manufacturers’ Associa- 
tion, 2180 Guarantee Title Bldg. Cleve- 
land, Ohio 

"Beauty in Brick," illustrating photo- 
graphs of fifty model homes and several 


types of garages, designed by leading 
architects. Sent upon receipt of fifty 
cents, The Finzer Bros, Clay Co., Sugar- 


creek, Ohio. 


Casement Windows—Metal 
Complete literature on steel casement 
windows; steel lintels for door and win- 
dow openings and fireplaces; and base- 
ment windows, Genfire Steel Company, 
Youngstown, Ohio. 


Closet and Wall Beds 


“More Home in Less Space,” Murphy 
Door Bed Company, 2 West Monroe 
Street, Chicago, 

Flooring Wood 
Beautiful Brochure, The Birch Manu- 


facturers, 227 F. R. A. Building, Oshkosh, 


Wisconsin. 


"Just Inside Your Threshold," suggests 
ways to individualiz yur floors, Е, L. 
Bruce Co. Memphis, Tenn. 

Illustrated booklet “Тһе New 7 
Enchantment in Hard Maple Floo 8 


Maple Flooring Manufacturers’ oci 
tion, 1772 McCormick Bldg., Chicago, 1 

“The Story of Oak Floors,” “How and 
Where to U ак Floor Oak Floor- 
ing Bureau, 3 Builders’ Building, Chi- 


cago, 


Folding Stairs 
Folding Stairs. Write 
“М” telling how to make 
useable part of the house. 
ke Co, St. Paul, Міпп., 
Ohio 


for booklet 
the attic a 
The Marsch- 
or Columbus, 


Garbage Disposal 
“The Sanitary Elimination of Garbage 
and Household Waste.” Kerner Inciner- 
ator Company, 641 East Water St., Mil- 
waukee, Wis. 


Hardware 
Circulars and information will be sent 
by R ell & Erwin Manufacturing Co., 
New Britain, Connecticut. 


Heating—Hot Water 


Booklet that will help you to decide 
the kind of a heating plant for 7۳ 
home. Н. A. Thrush & Co., Dept. D., Peru, 
Indiana 


scriber to the SMALL НОМЕ you may enter the subscription for a friend who is planning to build 
the “Serap Book” will be sent to you 


Minneapolis 


Send Magazine to 


Address е ө» —— 
City and State 


(SEE REVERSE SIDE) 


Mail this coupon to Architects Small House Service Bureau, 1200 2nd Ave. So., 


Ask your own banker to tell you of our finiancial 
We sell on trial or on easy payments. 


Don’t fail to get our plans and prices. 


HESS WARMING & VENTILATING COMPANY 
1225 South Western Avenue, 


Chicago, Illinois 
MILWAUKEE 


We will make a plan showing a heating arrangement 
we will guarantee, and will send you an estimate of cost, 
together with our 48 page booklet on furnace heating. 


— NO OBLIGATION. 


We make our own furnaces and fittings, and sell di- 
rect from our factory to you, charging but one small 
You can save money and 
get the best service possible by buying direct from the 


CINCINNATI 


HOME HEATING 


has been our exclusive specialty for 55 years past. 


Send us a sketch of your house, new or old, and let us show you 
how to heat it economically and thoroughly. 


NO CHARGE 


profit— the factory profit. 


makers. 


responsibility. 


BRANCHES AT; DETROIT 


THE ENTRANCE Bips You WELCOME 


but the fact that it brings the entrance 


again to its rightful importance in the 
design of the house is a very real one. 
Condemned to comparative obscurity at 
the rear of the porch, the entrance to 
many homes was merely a door by which 
to go in and come out; useful, yes, but 
to the beauty 


compared of period en 


trances as artistic as a calico gown to 
one of lustrous, old-fashioned brocade 
Undoubtedly as you pass through the 
streets of your native city, town or vil 
lage, you look at the doorways to dis- 
cover how they stand in relation to the 
houses. Are they merely entrances or do 
they represent decorative features? Sure- 
ly they can be either and yet it is in the 
combining of the two that a harmonious 


result is obtained. 


If the entrance is designed specially, the 
architect will use his taste and knowledge 
of good architecture and detail to create 
just the proper entrance for that particu 
lar house. If a stock entrance is selected 
—and there are numerous designs of stock 
entrances and doors available—care will 
be taken in the choice of the right en 
trance, so that it will become an integral 
part of the house and add to its attractive 
ness and beauty 


(Continued from Page 6) 


brought about wider and broader concep- 
tions and we are today able to recognize 
merit in many an entrance that does not 
follow a seventeenth or eighteenth century 
style. Through the use of these modern 
doorways, which are rare combinations of 
glass and wood, hallways and rooms are 
better lighted, producing a cheerfulness 
inside which was lacking in old colony 
days. 

The style of the doorway, needless to 
say, should correspond with the architec- 
ture of the house. How ridiculous it would 
look if a Colonial door were inserted in 
an English half-timber house, or a modi- 
fied Colonial 


iron entrance! 


house showed а wrought 
The door is an index of 
the interior 


and should symbolize the 


good taste and architectural detail so 


necessary іп producing ап attractive 
home. 

If a home has individuality it invariably 
finds expression in its entrance and door. 
Sometimes just an ordinary house may be 
made into a livable, lovable home by a 
door with character of its own, thus en- 
dowing the house with that which was 
heretofore lacking. 

There is more than one good reason 


to bless the passing of the front piazza, 


through it we have been enabled to give 
character to our doors, be they formal or 
informal. 


Many of our Modern Colonial door- 
ways are adaptable to flower treatment, 
brought about by the use of tubs or 


ornamental pots filled with bay trees or 
tropical plants. We have learned to train 
vines and rambler roses over the classic 
pillars, thus producing effective settings. 

Other types of early architecture than 
the Colonial are evident everywhere in 
entrances of good design. The English, 
the Spanish, the Italian, and numerous 
derivations of these types, are in common 
use today, The architects’ genius and the 
craving of the American public for 
“something new” are evolving entrances 
and entrance doors that combine beauty 
with utility and good design. 

The simplest entrance is often most ef- 
fective. In homes of Spanish design the 
doorway is characteristically a rather nar- 
row arch, without trim, framed by wide 
areas of unbroken stucco wall. The door 
itself is of substantial construction, with 
a small wrought iron grille at eye level, 
and a latch of the same material is the 
only ornamentation. 

The 


evolution of architecture has 
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For Safety and Saving 
Build with 


for perfect anchoring. Taking these economies 
into consideration, it is found that the cost of 
completed work with Wheeling Arch Lath is no 
more than for inflammable con- 
struction and yet it brings to the 
home security against fire, and re- 
sistance to cracking, which all 
plastered walls and ceilings 
should provide. 


Let these facts guide you in your 
building program. Consult your archi- 
tect or contractor for further partic- 
ulars about Arch Lath protection. 
Write to us for full information. 


wall an integral unit of 

and strength, 

e minimizing possi. 
f cracking. 


CORRUGATING COMPANY 


Тһе first thought of the prudent home-builder is 
protection against fire. No other feature of the 
home which is to shelter dear ones deserves more 
serious consideration than fire-safe walls and 
ceilings. 

At no additional cost, you can build into the 
plastered walls and ceilings of every room in 
your home an almost impregnable barrier against 
fire. Wheeling Arch Lath is made of a solid sheet 
of steel. It is very rigid and for this reason easy to 
handle, to erect and plaster. At the same time, it 
saves expense because the contour of the arches 
permits use of only the correct amount of plaster 


WHEELING CORRUGATING COMPANY.» Wheeling, West Virginia 


St. Louis Kansas City Chattanooga Richmond Des Moines 


Branches: New York Philadeiphia Chicago Minneapolis 


ae 


Have You Seen the New Spanish Metal Tile? 


tive of picturesque old Spain. Specify Wheeling Spanish Metal 
and leaks. Lowers rates of insurance and is practical and perma- 
for full information. 


Building Materials Backed by a Generation of Experience 


Beautify your home with a roof st 


Tile. It is proof ag 
nent, artistic and beauti: 


Copyright 1928, 
Wheeling Corrugating Company 
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RUSSWIN in LOS ANGELES 
e ELT 


Western Pacific 
Building 
International Mart Los Angeles, Calif. 
Building 
Los Angeles, Calif. 

Architects and Builders— 
Meyer & Holler, Los Angeles 


Owners — L. А. Investment 
Bldg. Co., Los Angeles 
Architects— Walker and 
Eisen, Los Angeles 
Contractors—Los Angeles 
Investment Co., Los Angeles 


Russwin Dealers- 

Bennett-Montgomery Hdwe. 
Company, Los Angeles Russwin Dealers— Bennett- 
Montgomery Hdwe. Com- 


pany, Los Angeles 


Title Insurance Building 
Los Angeles, Calif. 
Architects—John Parkinson & Donald В. Parkinson, Los Angeles 
Contractors — Scofield Engr. Company, Los Angeles 
Russwin Dealers — Bennett-Montgomery Наме, Co., Los Angeles 
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*CELLized oak 
flooring is damp- 
proof and insect 
proof. It is easier 
tolay,scrape and 
sand. More dur- 
able, and takes ) 
а superior finish 4 


4 
Со» ОАК PLANKS—the incomparable 
floors of Colonial days, are now a 1 
within the reach of everyone. 
No longer do wide boards need to be 
laminated or veneered to keep them from 0 Q r 
shrinking or swelling—a costly process 


that has made plank floors too expensive. 
Nor are extra precautions in laying 


necessary tokeepthemtrueandlevel. true С olo 723 jal = 


*CELLizing, a remarkable chemi- 
cal process perfected in the Bruce labora- 


е 
tories, now makes possible the use of lj / b f 
solid oak planks, because it stabilizes the Г) 1 а i cost 
wood, and absolutely prevents cupping, 


buckling, or shrinking. Laminating or 


antique effects, they may of course b‏ اب 
veneering is unnecessary. q PM 3e ше‏ 


put in. Write our service department 
As a result, *CELLized oak planks may for further technical information. 

be laid without extra precautions. They 

may be blind-nailed like strip flooring, 6 ё,.Вшсе Co- 
and need no screws, plugs, or butter- MEMPHIS, TENNESSEE 
fly keys to hold them in place. For Largest manufacturers of ock flooring in the world 


Write for this book 


ж е How *CELLizing solves the 
plank floor problem is fully ex- 

a 00T an 8 plained in this booklet "Colonial 

Distinction in Plank Floors," 


t is free. 


